
STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

  
APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUMBER

NBU 921-21L1S 

2. TYPE OF WORK

DRILL NEW WELL     REENTER P&A WELL     DEEPEN WELL  
3. FIELD OR WILDCAT

NATURAL BUTTES  

4. TYPE OF WELL
Gas Well             Coalbed Methane Well: NO 

5. UNIT or COMMUNITIZATION AGREEMENT NAME
NATURAL BUTTES  

6. NAME OF OPERATOR
KERR-MCGEE OIL & GAS ONSHORE, L.P.  

7. OPERATOR PHONE
720 929-6587 

8. ADDRESS OF OPERATOR
P.O. Box 173779, Denver, CO, 80217 

9. OPERATOR E-MAIL
mary.mondragon@anadarko.com 

10. MINERAL LEASE NUMBER
(FEDERAL, INDIAN, OR STATE)

UTU-0576 

11. MINERAL OWNERSHIP

FEDERAL    INDIAN    STATE    FEE  
12. SURFACE OWNERSHIP

FEDERAL    INDIAN    STATE    FEE  

13. NAME OF SURFACE OWNER (if box 12 = 'fee')
  

14. SURFACE OWNER PHONE (if box 12 = 'fee')
 

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee')
 

16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
 

17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN')

Ute 

18. INTEND TO COMMINGLE PRODUCTION FROM
MULTIPLE FORMATIONS

YES  (Submit Commingling Application)    NO  

19. SLANT
  

VERTICAL   DIRECTIONAL   HORIZONTAL  

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2298 FNL   683 FWL SWNW 21 9.0 S 21.0 E S 

Top of Uppermost Producing Zone 2434 FSL   674 FWL NWSW 21 9.0 S 21.0 E S 

At Total Depth 2434 FSL   674 FWL NWSW 21 9.0 S 21.0 E S 

21. COUNTY
UINTAH  

22. DISTANCE TO NEAREST LEASE LINE (Feet)
674 

23. NUMBER OF ACRES IN DRILLING UNIT
1480 

 
 

25. DISTANCE TO NEAREST WELL IN SAME POOL
(Applied For Drilling or Completed)

20 

26. PROPOSED DEPTH
MD: 10135     TVD: 10100 

27. ELEVATION - GROUND LEVEL

4838 

28. BOND NUMBER

WYB000291 

29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

Permit #43-8496 

ATTACHMENTS
 

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORCANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES
 

 WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER  COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY

DRILLED)

TOPOGRAPHICAL MAP

NAME Kevin McIntyre TITLE Regulatory Analyst I PHONE 720 929-6226 

SIGNATURE DATE 09/22/2008 EMAIL Kevin.McIntyre@anadarko.com 

API NUMBER ASSIGNED

    43047501010000

Permit Manager

APPROVAL

FORM 3

AMENDED REPORT

API Well No: 43047501010000API Well No: 43047501010000

FORM 3
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NNU E2R-21L1S

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILL NEW WELLI REENTER P&A WELL DEEPEN WELL I NATURAL BUTTES

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Gas Well Coalbed Methane Well: NO NATURAL BUTTES

6. NAME OF OPERATOR 7. OPERATOR PHONE
KERR-MCGEE OIL & GAS ONSHORE, L.P. 720 929-6587

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
P.O. Box 173779, Denver, CO, 80217 mary.mondragon@anadarko.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL, INDIAN, OR STU

5 6 FEDERAL I INDIAN I STATE FEE FEDERAL INDIAN STATE I FEEl

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

Ute YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL I

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2298 FNL 683 FWL SWNW 21 9.0 S 21.0 E S

Top of Uppermost Producing Zone 2434 FSL 674 FWL NWSW 21 9.0 S 21.0 E S

At Total Depth 2434 FSL 674 FWL NWSW 21 9.0 S 21.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
UINTAH 674 1480

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 10135 TVD: 10100

20

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

4838 WYBOOO291 Permit #43-8496

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORCANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY TOPOGRAPHICAL MAP

DRILLED)

NAME Kevin McIntyre TITLE Regulatory Analyst I PHONE 720 929-6226

SIGNATURE DATE 09/22/2008 EMAIL Kevin.McIntyre@anadarko.com

API NUMBER ASSIGNED APPROVAL - I

43047501010000

Permit



Proposed Hole, Casing, and Cement

String Hole Size Casing Size Top (MD) Bottom (MD)   

Surf 12.25 9.625 0 2600   

Pipe Grade Length Weight    

 Grade J-55 LT&C 2600 36.0    

       

 Cement Interval Top (MD) Bottom (MD)    

  0 2600    

  Cement Description Class Sacks Yield Weight

   Premium Foamed Cement 215 1.18 15.6

       

API Well No: 43047501010000



Proposed Hole, Casing, and Cement

String Hole Size Casing Size Top (MD) Bottom (MD)   

Prod 7.875 4.5 0 10100   

Pipe Grade Length Weight    

 Grade I-80 LT&C 10100 11.6    

       

 Cement Interval Top (MD) Bottom (MD)    

  0 10100    

  Cement Description Class Sacks Yield Weight

   Premium Lite High Strength 430 3.38 11.0

   Pozzuolanic Cement 1390 1.31 14.3

       

API Well No: 43047501010000API Well No: 43047501010000

Proposed Hole, Casing, and Cement

String Hole Size Casing Size Top (MD) Bottom (MD)

Prod 7.875 4.5 0 10100

Pipe Grade Length Weight

Grade I-80 LT&C 10100 11.6

Cement Interval Top (MD) Bottom (MD)

0 10100

Cement Description Class Sacks Yield Weight

Premium Lite High Strength 430 3.38 11.0

Pozzuolanic Cement 1390 1.31



API Well No: 43047501010000API Well No: 43047501010000

KERR-McGEE OIL & GAS ONSHORE LPKerrAA-Gee
DRILLING PROGRAM

COMPANYNAME KERR-McGEEOIL&GAS ONSHORE LP DATE September 8, 2008
WELLNAME NBU 921-21L1S TD 10,100' TVD 10,135' MD
FfELD Natural Buttes COUNTY Uintah STATE Utah ELEVATION 4,838' GL KB 4,853'
SURFACE LOCATION SWNW 2298' FNL& 683' FWL,Sec. 21. T 9S R 21E

Latitude: 40.022561 Longitude: -109.563033 NAD27
BTM HOLELOCATION NWSW 2434' FSL & 674' FWL,Sec. 21, T 9S R 21E

Latitude: 40.021014 Longitude: -109.563064 NAD27
OBJECTIVEZONE(S) Wasatch/Mesaverde

12 1/V 9 5/8" 36# J 55, LTC NT mist

Catch water sample, if possible,

from D to 4,954'
Green River @ 1,605'

Top of Birds Nest @ 1,914
Mahogany @ 2,394

Preset fl GL @
2,600' MD

Note: 12.25" surfacehole will usually
be dri]Ied ±400' below the lost
circulationzone (aka bird's nest).
Drilled depth may be ±200' ofthe
estimated set depth depending on the
acutaldepth of the loss zone.

Waten Fresh

Mud logging program TBD Water Mud

Cased hole logging program fl TD - surf csg 7-7/8• *1/2",11.6#, 180 or 8.3-11 6 ppg
equivalen LTC csg

Wasatch @ 4,954' TVD :

Mverde @ 7,927 TVD

MVU2@ 8,951' TVD :

MVU1@ 9,466' TVD

Max anticipated
Mud required 10,100' TVD

11,8 ppg TD @ 10,135' MD

pg y
NBU



API Well No: 43047501010000API Well No: 43047501010000

KERR-McGEE OIL & GAS ONSHORE LP
DRILL1NGPROGRAM

CARING PROGRAM

CONDUCTOR 14" 0-40'

3520 2020 453000
SURFACE 9-5/8 0 to 2600 36.00 J 55 LTC 0.89 1 66 6.16

7780 6350 201000
PRODUCTION 4-1/2¯ 0 to 10100 11.60 180 LTC 1.96 1.02 1.96

1} Max Anticipated Surf. Press.(MASP) (SurfaceCasing) = (Pore Pressure at next csg point-(0.22 psi/R-partial evac gradient x TVD ofnext csg point)

2) MASP {Prod Casing) = Pore Pressure at TÐ - {22 psiln-partial evac gradient x TD)
(Burst Assumptions: TD = 11.8 ppg) .22 psilft = gradient for partially evac wellbore l

(Collapse Assumption: Fully Evacuated Casing, MaxMW) (Tension Assumptions: AlrWeight of CasFng'Buoy.Fact of water)
MASP 4040 psi
CEMENT.PROßRAM

SURFACE LEAD 500 Premium emt + 2¾ CaCI 215 60% 15.60 L18

Option 1 +
.25 pps flocele

TCP OUT CMT(0 200 20 gals sodium si2cate + Premium cml 50 15.60 1 16

+ 2% CaCl+
.25 pps flocele

TCPOUT CMT(2) as required Premium cmt + 2¾ CaCi as reg. 15.60 1.16
SURFACE NOTE: If well win circulate water to surface, option 2 will be utilized

Option 2 I EAD 1500 65/35 Por + 6% Gel + 10 pps gilsonite 360 35% 12.60 1.81

+.25 pps Flocele + 3% salt BWOW
TAIL 500 Premium cmt + 2% CaCI 180 35% 15.60 1,18

+
.25 pps Hocele

TOP GUT CMT as required Premium cmt + 2% CaCI as req. 15.60 1.18

PRODUCTION LEAo 4.445' Premium Liteli + 3% KCI+ 0.25 pps 430 40% 11.00 3.38
cellofiake + 5 pps gilsonite 0% gel

+ 0.5% extender

TAlt. 5,690' 50/50 PozlG + 10% salt + 2% gel 1390 40% 14.30 1.31
+.1% R-3 .

'Substitute caliper hole volume plus 0% excess for LEADifaccurate caliper is obtained
*Substitute caliper hole volume plus 10% excess for TAILifaccurate caliper is obtained

FI OAT FOllIPMFNT & CFNTRAI 17FRS

SURFACE Guide shoe, 1 jt, insert tioat. Centralize first 3 joints with bow spring
centralizers. Thread fock guide shoe.

PRODUCTION Float shoe. 1 jt, float collar. Centralize first 3 joints& every thirdjoint to topof tailcement with bow
spring centralizers.

ADDITIONAL INFORMATION

Test casing head to 750 psi after Installing. Test surfacecasingto 1,500 psi prici todrißingout.
BOPE: 11" 5Mwithone annularand 2 rams, Test to5,000 psi (annularto2,500 psi) priortodrillingout. Record on chartrecorder&
toutsheeL Function test ramson each trip. Maintainsafetyvalve &Inside BOPon tig floor at alltimes.KeRyto be equlppedwithvpper
&lower keny valves.
DropTotco surveysevery2000'. Maximum allowablehole angleis 5 degrees.

Most rigshave PVTSystemformudmonkoring.Ifno PVT is available.visualmonitoringwillbe utilized.

DRILLlNG ENGINEER: DATE:
Brad Laney

DRILLING SUPERINTENDENT: DATE:
Randy Bayne

NBU



API Well No: 43047501010000API Well No: 43047501010000

NBU 921-21L1S
Twin to NBU #127

SWNW Sec. 21, T9S,R21E
UINTAH COUNTY, UTAH

UTU-0576

ONSHORE ORDER NO. 1

DRILLING PROGRAM

L Estimated Tops of Important Geologic Markers:

Formation Depth

Uinta 0- Surface
Green River 1605'
Bird's Nest 1914'
Mahogany 2394'
Wasatch 4954'
Mesaverde 7927'
MVU2 8951'
MVLl 9466'
TVD 10,100'
TD 10,135'

2. Estimated Depths of Anticipated Water, Oil, Gas, or MineralFormations:

Substance Formation Depth

Green River l 60 5'
Bird's Nest 1914'
Mahogany 2394'

Gas Wasatch 4954'
Gas Mesaverde 7927'
Gas MVU2 8951'
Gas MVLl 9466'
Water N/A
Other Minerals N/A

3. Pressure Control Equipment (SchematicAttached)

Please see the Natural Buttes UnitStandard Operating Procedure (SOP)

4. Proposed Casing & Cementing Program:

Please see the Natural Buttes Unit SOP.

5. Drilling Fluids Program:

Please see theNatural Buttes Unit



API Well No: 43047501010000API Well No: 43047501010000

6. Evaluation Program:

Please see the Natural Buttes UnitSOP.

7. Abnormal Conditions:

Maximum anticipated bottomholepressure calculated at 10,100' TD, approximately equals 6262psi
(calculated at 0.62 psilfoot).

Maximum anticipated surface pressure equals approximately 4040psi (bottomholepressureminus the
pressure of a partially evacuated hole calculated at 0.22 psi/foot).

8. Anticipated Starting Dates:

Drilling is planned to conunence immediately upon approval ofthis application,

9. Variances:

Please see Natural Buttes Unit SOP Onshore Order #2 - Air Drilling Variance
Kerr-McGee Oil & Gas Onshore LP (KMG)respect/idly requests a variance to several

requirements associated with air drilling outlined in Onshore Order 2

• Blowout Prevention Equipment (BOPE) requirements;
• Mud program requirements; and
• Special drilling operation (swýzce equipment placement) requirements associated with

air drilling.

This Standard Operating Practices addendum provides supporting information as to why
KMGcurrent air drilling practices forconstructing the swface casing hole should be
granted a variance to Onshore Order 2 air drilling requirements.

The reader should note that the air rig is used only to construct a stable surface casing
hole through a historically difßcult lost circulation zone. A conventional rotmy rig
followsthe air rig, and is used to drill and consu-uct the majority of the wellbore.

More notable, IGIG has used the air rig lavout and procedures outlined below to drill the
surface casing hole in approximately 675 wells without incident of blow out or loss of life.

Background
In a typical well, KMGutilizes an air rig fordrilling the swface casing hole, an interval
fi-omthe soface to soface casing depths, which varies in depthfroml,700 to 2,800 feet.

Theair rig drilling operation does not drill through productive or over pressured
formationsin KMGfield,but does penetrate the Uinta and Green River Formations. The
purpose of the air drilling operation is to overcome the severe loss circulation zone in the
Green River knownas the Bird's Nest while creating a stable holefor the surface casing.
The surface casing hole is generally drilled to approximately 500 feetbelow the Bird's
Nest.

Before the surface air rig is mobilized, a rathole rig is utilized to set and cement
conductor pipe througha competent surface formation.Generally, the conductor is set at
40feet.In some cases, conductor may be set deeper in areas that the surface formationis
not foundcompetent. Thisrig also drills the rat and mouse holes in preparation for



API Well No: 43047501010000API Well No: 43047501010000

NBU 921-21L1S Drilling Program Page 3

surface casing and production string drillingoperations.

The air rig is then mobilizedto drill the surface casing hole bydrilling a 12-1/4 inch hole
tojust above the Bird's Nest interval with an air hammer. The hammer is then tripped
and replaced with a 12-1/4 inch tri-cone bit. The tri-cone bit is used to drill to the surface
casing point, approximately 500 feetbelow the loss circulation zone (Bird's Nest). The 9-
5/8 inch surface casing is then run and cemented in place, thereby isolating the lost
circulation zone.

KMGfidlyappreciales Onshore Order 2 well control and sa/hty requirements associated
with a typical air drilling operations. However, the requirements of Onshore Order 2 are
excessive with respect to the air rig layout and drilling operation procedures that are
currently in practice to drill and control the surface casing hole in KMG Fields.

Variance forBOPE Requirements
The air rig operation utilizes a properly lubricated and maintained air bow/ diverter
system which diverts the drilling returns to a six-inch blooie line. The air bowl is the only
piece of BOPE equipment which is installed during drilling operations and is su[ficient to
contain the air returns associated with this drilling operation. As was discussedearlier,
the drilling of the swface ho/e does not encounter any over pressured or productive
zones, and as a result standard BOPE equipment should not be required. In athlition,
standard drilling practices do not support the use of BOPE on 40feetof conductor pipe.

Variance for Mud Material Requirements
Onshore Order 2 also states that sufficient quantities of mud materials shall be
maintained or readily accessible for the popose of assuring adequate well control. Once
again, the swface hole driHingoperations does not encounter over pressured or
productive intervals, and as a result there is not a need to control pressure in the surface
hole with a mud systein. Instead of mud, the air rigs utilize water fromthe reserve pit for
well control, if necessary. A skid pump which is located near the reserve pit (see
attachment) will supply the water to the well bore.

Variance forSpecial Drilling Operation (swface equipment placement) Requirements
Onshore Order 2 requires specific safety distances or setbacks for the placement of
associated standard air drilling equipment, wellbore, and reserve pits. The air rigs used
to drill the surface holes are not typical of an air rig used to drill a producing hole in
other parts of the US. These are smaller in nature and designedtofit a KMG location.
The typical air rig layoutfordrilling surface hole in thefieldis attached.

Typically the blooie line dischargepoint is required to be 100feetfromthe well bore. In
the case of a KMG well, the reserve pit is only 45feetfromthe rig and is used for the drill
cuttings. Theblooie line, which transports the drill cuttings fromthe well to the reserve
pit, subsequently discharges only 45feetfromthe well bore.

Typicallythe air rig compressors are required to be located in the opposite directionfrom
the blooie line and a minimum of100 feetfromthe well bore.At the KMGIocations, the
air rig compressors are approximately 40feetfromthe wellbore and approximately60
feetfromthe blooie line discharge due to the unique air tig design. Theair compressors
(see attachment) are located on the rig (1250 cfin) and on a standby trailer (1170 cfm). A
booster sits between the two compressors and boosts the outputfrom350psi to 2000psi.



API Well No: 43047501010000API Well No: 43047501010000

NBU 921-21L18 Drilling Program Page 4

Thedesign doesput the booster and standby compressor opposite fromthe blooie line.

Lastly, Onshore Order 2 addresses the need foran automatic igniter or continuous pilot
light on the blooie line. The air rig does not utilize an igniter as the surface hole drilling
operation does not encounter productive formations.

Conclusion
The air rig operating procedures and the attached air rig layout have effectively
maintained well control while drilling the smface holes in KMG Fields. KMG
respect/idly requests a variance fiom Onshore Order 2 with respect to air drilling well
control requirements as discussed above..

10. Other Information:

Please see Natural ßultes Unii
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NBU 921-21L1S
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API Well No: 43047501010000API Well No: 43047501010000

NBU921-21L1S
Twin to NBU #127

SWNW Sec. 21,T9S,R21E
UINTAH COUNTY, UTAH

UTU-0576

ONSHORE ORDER NO. 1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

1. Existing Roads:

Refer to the attached location directions.

Refer to Topo Maps A and B for location of access roads within a 2-mile radius.

2. Planned Access Roads:

No new access road is planned, as this is a twin location. Refer to Topo Map B.

Existence of pipelines; maximum grade; turnouts; major cut and fills,culverts, or bridges;
gates, cattle guards, fancecuts, or modifications to existing facilitieswere determined
at the on-site.

Please see the Natural Buttes Unit Standard Operating Procedure (SOP).

3. Location of Existing Wells Within a 1-Mile Radius:

Please refer to Topo Map C.

4. Location of Existing & Proposed Facilities:

Please see the Natural Buttes Unit SOP.

Refer to Topo Map D for the location of the proposed pipelines.

A 2600' rights-of-way will be required. Approximately 2600' of 4" steel pipeline is proposed
from the location to the tie-inpoint in Section 16, T9S, R21E. Please refer to the Topo Map D.
The pipeline will be constructed utilizing existing rights were possible and pulled into place
using a rubber tired tractor. The pipeline will be butt-welded



API Well No: 43047501010000API Well No: 43047501010000

NBU 921-21L1S Surface Use & Operations Plan Page 2

Variances to Best Management Practices (BMPs) Requested:

Approximately2600' of 4" steel pipeline will be installedon surface within the access corridor
forthe well location. As a Best Management Practice (BMP), thepipeline would beburiedwithin the
access road corridor if possible. The construction of pipelines requires the corridor of 30 feet,

This exception to the BMP should be granted by the BLMAuthorizedOfficerbecause indurated
bedrook,such as sandstone, is at or within 2 feet of the surface and the soil has a poor history for
successful rehabilitation.

All facilities will be painted within six months of installation. Facilities required to comply
with the Occupational Safety and Health Act (OSHA) will be excluded. The requested
color is Carlsbad Canyon Brown (2.5Y 6/2), a non-reflective earthtone.

Interim Surface Reclamation Plan:

This exception is requested due to the current twin and multi-well program. If determined that this
well will not be a candidate for either twinning &/or multi-well the operator shall spread the
topsoil pile on the location up to the rig anchor points. The location will be reshaped to the
original contour to the extent possible. The operator will reseed the area using the BLM
recommended seed mixture and reclamation methods.

5. Location and Type of Water Supply:

Please see the Natural Buttes SOP,

6. Source of Construction Materials:

Please see the Natural Buttes SOP.

7. Methods of Handling Waste Materials:

Please see the Natural Buttes SOP.

A plastic reinforced liner is to be used as discussed during on-site inspection. It will be a minimum of
20 mil thick and felt, with sufficient bedding used to cover any rocks. The liner will overlap the pit
walls and be covered with dirt and/or rocks to hold it in place. No trash or scrap that could puncture
the liner will be disposed of in the pit.

Any produced water from the proposed well will be contained in a water tankand will then be
hauled by truck to one of the pre-approveddisposal sites: RNI, Sec. 5, T9S, R22E, NBU #159,
Sec. 35, T9S R21E, Ace Oilfield, Sec. 2, T6S, R20E, MC&MC,Sec. 12, T6S, RI9E, Pipeline
Facility Sec. 36, T9S, R20E,GoatPasture Evaporation Pond SWl4Sec. 16, T103, R22E, Bonanza
EvaporationPond Sec. 2, T10S, R23E (Request is in lieu offilingForm 3160-5, after initial
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NBU 921-21L1S Surface Use & Operations Plan Page 3

8. Ancillary Facilities:

Please see the Natural Buttes SOP.

9. Well Site Layout: (See Location Layout Diagram)

The attached Location Layout Diagram describes drill pad cross-sections, outs and fills,and locations
of the mud tanks, reserve pit, tlarepit, pipe racks, trailer parking, spoil dirt stockpile(s), and surface
material stockpile(s).

Please see the attached diagram to describe rig orientation, parking areas, and access roads.

Location size may change prior to the drilling of the well due to the current rig availability. If the
proposed location is not large enough to accommodate the drilling rig. The location will be re-

surveyed and a form3160-5 will be submitted.

10. Plans for Reclamation of the Surface:

Please see the Natural Buttes SOP.

upon reclamation ofthe pit the following seed mixture will be used. A total of 12 lbs/acre will beused
if the seeds are drilled (24 lbs/acreif the seeds are broadcast). The per acre requirements for drilled
seed are:

CrestedWheatgrass 12 lbs.

Operator shall call the BLM for the seed mixture when final reclamation occurs.

11. Surface/Mineral Ownership:

The well pad and access road are locatedon lands owned by:

Ute Indian Tribe
P.O. Box 70
Fort Duchesne, Utah 84026
(435) 722-5141

The mineral ownership is listedbelow:

United States of America
Bureau of Land Management
170 South 500 East
Vernal, UT 84078
(435)78
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NBU 921-21L18 Surface Use & Operations Plan Page 4

12. Stipulations/Notices/Mitigation:

There are no stipulations or notices for this location.

13. Other Information:

A Class III archaeological survey and a paleontological survey have been performed and will be
submitted.

This location is not within 460' fromthe boundary of the NaturalButtes Unit. nor is it within 460' of
any non-committed tract lying within the boundariesof the Unit

14. Lessee's or Operator's Representative & Certification:

Kevin McIntyre Randy Bayne
Regulatory Analyst Drilling Manager
Kerr-McGee Oil & Gas Onshore LP Kerr-McGee Oil & Gas Onshore LP
P.O. Box 173779 1368 South 1200 East
Denver, CO 80217-3779 Vemal, UT 84078
(720) 929-6226 (435) 781-7018

Certification: All lease and/or unit operations will beconducted in such a manner that full compliance
is made with all applicable laws, regulations, Onshore Oil and Gas Orders, the approved Plan of
Operations, and any applicable Notice to Lessees.

Kerr-McGeeOil & Gas Onshore LP is considered to be the operator of the subject well. Kerr-McGee
Oil & Gas Onshore LP agrees to be responsible under the terms and conditions of the lease for the
operations conducted upon leased lands.

The Operatorwill be fully responsible for the actions of its subcontractors. A complete copy of the
approved "Application for Pennit to Drill" will be furnishedto the field representative(s) to ensure
compliance and shall be on location during all construction and drilling operations.

Bond coverage pursuant to 43 CFR 3104 for lease activities is being provided by Bureau of Land
ManagementNationwide Bond #WYB000291.

I hereby certify that I, or persons under my supervision, have inspectedthe proposed drill site and
access route, that I am familiarwith the conditions thatcurrently exist; that the statements made in this
plan are, to the best of my knowledge,trueand correct; and the work associated with the operations
proposed herein will be performed by theOperator,its contractors, and subcontractors in conformity
with this plan and the terms and conditions under which it is approved.

•ry 9/8/2008
Kevin McIntyre



API Well No: 43047501010000API Well No: 43047501010000

Kerr-McGee Oil & Gas Onshore LP
NBU #921-21F4S, #921-21E4T, #921-21LlS & #921-21E1S

SECTION 21, T9S, R21E, S.L.B.&M.

PROCEED IN A WESTERLY DIRECTION FROM VERNAL, UTAH ALONG U.S.
HIGHWAY 40 APPROXIMATELY 14.0 MILES TO THE JUNCTION OF STATE
HIGHWAY 88; EXIT LEFT AND PROCEED IN A SOUTHERLY DIRECTION
APPROXIMATELY 17.0 MILES TO OURAY, UTAH; PROCEED IN A
SOUTHERLY DIRECTION APPROXIMATELY 6.9 MILES ON THE SEEP RIDGE
ROAD TO THE JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE
EAST; TURN LEFT AND PROCEED IN AN EASTERLY DIRECTION
APPROXIMATELY 5.0 MILES TO THE JUNCTION OF THIS ROAD AND AN
EXISTING ROAD TO THE NORTH; TURN LEFT AND PROCEED IN A
NORTHERLY DIRECTION APPROXIMATELY 0.3 MILES TO THE JUNCTION OF
THIS ROAD AND AN EXISTING ROAD TO THE NORTHEAST; TURN RIGHT
AND PROCEED IN Ä NORTHEASTERLY DIRECTION APPROXIMATELY 1.7
MILES TO THE JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE
NORTHEAST; TURN LEFT AND PROCEED IN A NORTHEASTERLY DIRECTION
APPROXIMATELY 2.5 MILES TO THE JUNCTION OF THIS ROAD AND AN
EXISTING ROAD TO THE SOUTHWEST; TURN LEFT AND PROCEED IN A
SOUTHWESTERLY DIRECTION APPROXIMATELY l.3 MILES TO THE
JUNCTION OF THIS ROAD AND AN EXISTING ROAD TO THE SOUTHWILST;
TURN LEFT AND PROCEED IN A SOUTHWESTERLY DIRECTION
APPROXIMATELY 0.6 MILES TO THE BEGINNING OF THE EXISTING ACCESS
TO THE NORTHWEST; TURN RIGHT AND PROCEED IN A NORTHWESTERLY
DIRECTION APPROXIMATELY 25' TO THE PROPOSED LOCATION.

TOTAL DISTANCE FROM VERNAL, UTAH TO THE PROPOSED WELL
LOCATION IS APPROXIMATELY 49.3



API Well No: 43047501010000API Well No: 43047501010000

Kerr-McGee Oil & Gas Onshore LP
NBU #921-21F4S, #921-21E4T. #921-21LlS & #921-21EIS

LOCATED IN UINTAH COUNTY, UTAH
SECTION 21, T98, R21E, S.L.B.&M.

NBU #921-21L1S

INBU #021-21E1$ NBU #S21-21E4T)

NBU #921-21F s

COR R 5 -

PHOTO: VIEW FROM CORNER #5 TO LO CATION STAKES CAMERA ANGLE: NORTH EASTERLY

PHOTO: VIEW OF EXISTING ACCESS CAMERA ANGLE: NORTHWESTERLY

, Uintah Engineering & Land Surveying LOCATIONPHOTos 0 6 30 0 8 moTo

.
85 South 200 East Vernal, Utah 84078 toNri Day ma

- size tŠ-i. (435) 789-1017 * FAX (435) 789-1813 TAKENBY:D.K. DRAWNBY:J.J. REVISED,



API Well No: 43047501010000API Well No: 43047501010000

Ken·-McGee Oil & Gas Onshore LP
NBU #921-21F4S, #921-21E4T, #921-21L1S & #921-21EIS

LOCATED IN UINTAH COUNTY, UTAH
SECTION 21, T98, R21E, S.L.B.&M.

I

EX1STING PIPELINE s

PHOTO: VIE ALONG PIPELINE CAMERA ANGLE: SOUTHERLY

PHOTO: VIEW OFTIE-INAT 8" CAMERA ANGLE: SOUTHERLY

, Uintah Engineering & Land Surveying LOCATIONPHOTos O6 3 0 8 moro
,

85 South 200 East Vemal, Utah 84078 foNr om vm
(435) 789-1017 * FAX (435) 789-1813 TAKENIK:D.K. DRAWNBY:J.J. REVI#ED:00-00



API Well No: 43047501010000
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API Well No: 43047501010000API Well No: 43047501010000

Kerr-McGee Oil & Gas Onshore LP
SITE PLANLAYOUTFOR FIGURE

NBU #921-21F45, #921-21E4T,
#921-21L15 & #921-21E1$

SECTlON21, TSS, R21E, S.L.B.&M.
SW 1/4 NW1/4

SCALE: 1" = 50'
DATE: Of -09-08 (xisUng Approx.

Drawn By C.C. Orginage Tae of
Fill Slope

as Needed

52 48 80

Il PPE 1UDS

of 100' from the
Well Head

- Res rs a g Wel/head

40 135 fg

c-2e
LE EX 486

HT PLNH

poitElt Approx.

ro a c

C-0.9 ¯l

Sta. 0+00

15 DE BENCH
- 2

NAEi83 (Ex1dhg NMI#127)
..-

tATilUDE = 400121.24 (40.022667)
toscilllDE = 109'33'4&B3" (109.583508
HAD 27 (Existing NRJ 5127)

/7 ...-

lAlllUDE - 409121.37 (40022603)
LONGITllDE-

1093346.15° (109.562519)

NO7ES
Elev. l/ngratied Ground At f921-21F45 Loc. Stoke - 48JB.O'
PhYl5HEDGRADEELEV AT/921-21F4S LOC STAKE - 4838.0' UINTAH ENGINEERING & LAND SURVEYING

85 Sa 200 Eati * YarriaL UiaA 84078 a (435)



API Well No: 43047501010000API Well No: 43047501010000
Kerr-McGee Oil & Gas Onshore LP

TYPICALCROSS SECTlONS FOR F'ICURE #2
scal, NBU #921-21F45, #921-21E4T,

#921-21L15 & #921-21E15 tilurt

f - so' SECTION21. T9S, R21E, S.L.B.&M.

DATE: 05-09-08
SW 1/4 NW 1/4

Drown By C.C.

88' 135'

fioished ade

STA. 4+10

15 100' 40' 135

I-21F45

- FILL RLL

wr STA. 1+50

15 100' 40' 135'

Imilml!Bll:llmilmlmllmillallEllmilEllall
or STA. Of60

IEll ¯IIEllèl MIIEII

155 135' Pre osewrica

sTA. orao

* MUIE
F1tt QUAN71TYINCLUDES
S% FGT CGWPACTION

APPROXiMATEYARDAGES EXCESSMATERIAL = 4,JfD Cu. Yds.

CUT Topsoil & Pit Backfill = 5,440 Cu. Yds.
(12°) Topsoll Stripping - 2,370 Cu. Yds (1/2 Pit Vol.)
(New Construction Only)
Rernoining Location - Z770 Cu. Yds. DEFECITUhlBALANCE - <I,1JO> Cu. Yds.

(After Interim Rehabl11tation)

TOTAL CUT = 10,140 CU.YDS.
FILL = 5,630 CU.YDS.

UINTAII ENGINEERING & LAND SURVEYING
85 So. 200 Etad * vmier, inah 84078 * (455)



API Well No: 43047501010000plwr 11N 1 01301013

PRO OCATIO
NBU #921-21F48, #921-21E4T
#921-21L1S & #921-21E18 SE O "

fi +i-

LEGEND: Kerr-McGee Oil & Gas Onshore LP

. O PROPOSED LOCATION N NBU ©21-21F4S, #921-21E4T, #921-21L1S & #921-21E18
SECTION 21, T9S, R21E, S.L.B.&lvL

SW 1/4 NW 1/4

- Uintah Engineering & Land Surveying TOPOGR A PH I CQg 3 0 0 8
85 South 200 East Vernal, Utah 84078 M A B 10MB DAY YEAR

( $35) 789-1017 * FAX (435) 789-1813
soux 1:100,000 imAWNR;Ja avIslm0000-00



API Well No: 43047501010000PT 11N 4 04301010000

R
21
E

PROPOSED LOCATION:
NBU #921-21F4S, #921-21E4T
#921-21L1S & #921-21E18

STING ACCESS 25'+/

weli

1499

LEGEND: Kerr-McGee Oil & Gas Onshore LP
EKISTINGROAD N NBU #921-21F4S, #921-21E4T, #921-21LIS & #921-21E18

----------- PROPOSED ACCESS ROAD SECTION21, T98, R21E, S.L.B.&M.
SW 1/4 NW 1/4

Uintah Engineering & Lan<I Surveying TOPOGR A PHlc 0 6 30 0 8
85 Soutla 200 Easr Vernal, Utnia 84078 I A B 10NHI DAY YEAR

(435) 789-1017 * FAX (435) 789-1813
SCALE:1"= 2000 DRAWNBY:11 REVISED.



API Well No: 43047501010000PT 11N 4204301010000

R
21

as Wel

17 CIGE 217

NBU 39 c GE 127

NBU 12
NBU 228

CiGH
C GE 86

.

NO
CIGE.180

NBU 300
NBU 309 20E CIGE 4

s )y ClGE 233

PRO OSED LOCATION:
NBU #921-21F48, #921-21E4T,

NC 32-21

NBU 921-21L / C 3 2

NC
20P

4 U U 307

NBU

BU 29E NC 3-20 NH 308

LEGEND: Kerr-McGee Oil & Gas Onshore LP

p'DISPOSAL WELLS WATER WELLS N NBU #921-21F4S. #921-21E4T, #921-21L1S & #921-21E18

PRODUCINGWELLS ABANDONED WELLS SECTION 21, T98, R21E, S.L.B.&M.

SHUT IN WELLS - - TEMPORARILY ABANDONED SW 1/4 NW 1/4

- Uintah Engineering & Land Surveying TOPOGR A PH I CQ SQQg
SS South 200 End Vernaal, Utah 84078 gJ g J-> IDM1 DAY YEAR

(435) 789- 1017 * FAX (435) 789-1813 SCALE:1"=2000• DRAWNBY:J.1



API Well No: 43047501010000PI ""ll T: 12

R '

21
E

90
483/

STING ACCESS ROAD

PROPOSED LOCATION: 993
NBU #921-21F48, #921-21E4T
#921-21L18 & #921-21E18

¯¯ 9SI
APPROXIMÄTE TOTAL PIPELINE DISTANCE = 2600 -

LEGEND: Kerr-McGee Oil & Gas Onshore LP

---....---------

Ex1EES°rŸ= N NBU #921-21F4S. #921-21E4T, #921-21LIS & #921-21E18
----------- PROPOSED PIPELINE RE-ROUTE SECTION 21, T9S, R21E, S.L.B.&M.
----------- PROPOSED PIPELINE SW 1/4 NW 1/4

- Uintah Englueering & Land Surveying TOPOGR A PH I CO 3 Q g
SS South 200 East Vernal, Utah 84078 I A Ì IONU DAY YEAR I

(435) 789-1017 * FAX (435) 189-1813
SCALE:1"= 1000' DRAWNBY:J.J. REVISED:00



(9/9/2008) Diana Mason - Natural Buttes E permit.doc Page 1

United States Department of the Interior
BUREAU OF LAND MANAGEMENT

Utah State Office
P.O. Box 45155

Salt Lake City, Utah 84145-0155

IN REPLY REFER TO:
3160
(UT-922)

September 9, 2008

Memorandum

To:    Assistant District Manager Minerals, Vernal District

From:   Michael Coulthard, Petroleum Engineer

Subject: 2008 Plan of Development Natural Buttes Unit Uintah 
County, Utah.

Pursuant to email between Diana Whitney, Division of Oil, Gas and Mining, and Mickey 
Coulthard, Utah State Office, Bureau of Land Management, the following wells are 
planned for calendar year 2008 within the Natural Buttes Unit, Uintah County, Utah.

          API #      WELL NAME                 LOCATION

(Proposed PZ Wasatch/MesaVerde)

43-047-50100 NBU 921-21E1S Sec 21 T09S R21E 2282 FNL 0670 FWL
      BHL Sec 21 T09S R21E 1654 FNL 0674 FWL

43-047-50101 NBU 921-21L1S Sec 21 T09S R21E 2298 FNL 0683 FWL
      BHL Sec 21 T09S R21E 2434 FSL 0674 FWL

43-047-50102 NBU 921-27J4S Sec 27 T09S R21E 1390 FSL 1310 FEL
      BHL Sec 27 T09S R21E 1680 FSL 1410 FEL

43-047-50103 NBU 921-27J1S Sec 27 T09S R21E 1387 FSL 1290 FEL
      BHL Sec 27 T09S R21E 2175 FSL 1410 FEL

43-047-50104 NBU 921-21F4S Sec 21 T09S R21E 2329 FNL 0708 FWL
      BHL Sec 21 T09S R21E 2350 FNL 2535 FWL

43-047-50105 NBU 921-9E2S  Sec 08 T09S R21E 0966 FNL 0602 FEL
      BHL Sec 09 T09S R21E 1686 FNL 0110 FWL

This office has no objection to permitting the wells at this time.

/s/ Michael L. Coulthard

API Well No: 43047501010000(9) 475gggggttes E permit.doc Page 1

United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utah State Office
P.O. Box 45155

Salt Lake City, Utah 84145-0155

IN REPLY REFER TO:
3160
(UT-922)

September 9, 2008

Memorandum

To: Assistant District Manager Minerals, Vernal District

From: Michael Coulthard, Petroleum Engineer

Subject: 2008 Plan of Development Natural Buttes Unit Uintah
County, Utah.

Pursuant to email between Diana Whitney, Division of Oil, Gas and Mining, and Mickey
Coulthard, Utah State Office, Bureau of Land Management, the following wells are
planned for calendar year 2008 within the Natural Buttes Unit, Uintah County, Utah.

API # WELL NAME LOCATION

(Proposed PZ Wasatch/MesaVerde)

43-047-50100 NBU 921-21E1S Sec 21 TO9S R21E 2282 FNL 0670 FWL
BHL Sec 21 TO9S R21E 1654 FNL 0674 FWL

43-047-50101 NBU 921-21L1S Sec 21 TO9S R21E 2298 FNL 0683 FWL
BHL Sec 21 TO9S R21E 2434 FSL 0674 FWL

43-047-50102 NBU 921-27J4S Sec 27 TO9S R21E 1390 FSL 1310 FEL
BHL Sec 27 TO9S R21E 1680 FSL 1410 FEL

43-047-50103 NBU 921-27J1S Sec 27 TO9S R21E 1387 FSL 1290 FEL
BHL Sec 27 TO9S R21E 2175 FSL 1410 FEL

43-047-50104 NBU 921-21F4S Sec 21 TO9S R21E 2329 FNL 0708 FWL
BHL Sec 21 TO9S R21E 2350 FNL 2535 FWL

43-047-50105 NBU 921-9E23 Sec 08 TO9S R21E 0966 FNL 0602 FEL
BHL Sec 09 TO9S R21E 1686 FNL 0110 FWL

This office has no objection to permitting the wells at this time.

Is/ Michael L.



(9/9/2008) Diana Mason - Natural Buttes E permit.doc Page 2

bcc: File – Natural Buttes Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron

MCoulthard:mc:9-9-08

API Well No: 43047501010000(9R W M475gggggttes E permit.doc Page 2

bcc: File -- Natural Buttes Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron



API Well No: 43047501010000API Well No: 43047501010000

If KerrktGee
Kerr-McGee Oil & Gas Onsliore LP
1999 Broadway, Suite 3700
Denver, CO 80205

September 9, 2008
Mrs. Diana Mason
Division of Oil, Gas and Mining
P.O. Box 145801
Salt Lake City, UT 84114-6100

Re: Directional Drilling R649-3-11
NBU921-21LlS
T9S-R21E
Section 21: SWNW/NWSW
Surface: 2298' FNL, 683' FWL
Bottom Hole: 2434' FSL, 674' FWL
Uintah County, Utah

Dear Mrs. Mason:

Pursuant to the filing of Kerr-McGee Oil & Gas Onshore LP's (Kerr-McGee) Application for Permit to Drill
regarding the above referenced well, we are hereby submitting this letter in accordance with Oil & Gas Conservation
Rule R649-3-11 pertaining to the Exception to Location and Siting of Wells.

• Kerr-McGee's NBU 921-21L1S is located within the Natural Buttes Unit area.

• Kerr-McGee is permitting this well as a directional well in order to minimize surface disturbance. Locating
the well at the surface location and directionally drilling from this location, Kerr-McGee will be able to
utilize the existing road and pipelines in the area.

• Furthermore, Kerr-McGee certifies that it is the sole working interest owner within 460 feet of the entire
directional well bore.

Therefore, based on the above stated information Kerr-McGee Oil & Gas Onshore LP requests the permit be granted
pursuant to R649-3-11.

Sincerely,

KERR-MCGEE OIL & GAS ONSHORE LP

Jas K. ayburn
Lan

RECEIVED
SEP1O2008

DIV.OFOlL,GAS&
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NBU 921-21L1S
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NATURAL COTTON 43-16
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NATURAL COTTON 11-20
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NATURAL COTTON 13-20
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NATURAL COTTON 34-21
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 9/8/2008 API NO. ASSIGNED: 43047501010000

WELL NAME: NBU 921-21L1S   

OPERATOR: KERR-MCGEE OIL & GAS ONSHORE, L.P. (N2995) PHONE NUMBER: 720 929-6226

CONTACT: Kevin McIntyre   

PROPOSED LOCATION: SWNW 21 090S 210E Permit Tech Review:

SURFACE: 2298 FNL 0683 FWL Engineering Review:

BOTTOM: 2434 FSL 0674 FWL Geology Review:

COUNTY: UINTAH 

LATITUDE: 40.02248 LONGITUDE: -109.56302

UTM SURF EASTINGS: 622625.00 NORTHINGS: 4431032.00

FIELD NAME: NATURAL BUTTES   

LEASE TYPE: 1 - Federal   

LEASE NUMBER: UTU-0576 PROPOSED FORMATION: WSMVD

SURFACE OWNER: 2 - Indian COALBED METHANE: NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

PLAT R649-2-3.

Bond: FEDERAL - WYB000291      Unit:  

Potash R649-3-2. General

Oil Shale 190-5      

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13  Drilling Unit 

Water Permit: Permit #43-8496           Board Cause No:  173-14

RDCC Review:           Effective Date:  12/2/1999

Fee Surface Agreement           Siting:  460' fr u bdry & uncomm. tract

Intent to Commingle R649-3-11. Directional Drill

Comments:          Presite Completed
                   

Stipulations:         4 - Federal Approval - dmason
                             17 - Oil Shale 190-5(b) - dmason

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

I

I

APD RECEIVED: 9/8/2008 API NO. ASSIGNED: 43047501010000

WELL NAME: NBU 921-21L1S

OPERATOR: KERR-MCGEE OIL & GAS ONSHORE, L.P. (N2995) PHONE NUMBER: 720 929-6226

CONTACT: Kevin McIntyre

PROPOSED LOCATION: SWNW 21 0905 210E Permit Tech Review:

SURFACE: 2298 FNL 0683 FWL Engineering Review:

BOTTOM: 2434 FSL 0674 FWL Geology Review:

COUNTY: UINTAH

LATITUDE: 40.02248 LONGITUDE: -109.56302

UTM SURF EASTINGS: 622625.00 NORTHINGS: 4431032.00

FIELD NAME: NATURAL BUTTES

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-0576 PROPOSED FORMATION: WSMVD

SURFACE OWNER: 2 - Indian COALBED METHANE: NO

I

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

PLAT R649-2-3.

Bond: FEDERAL - WYBOOO291 Unit:

Potash R649-3-2. General

Oil Shale 190-5

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13 Drilling Unit

Water Permit: Permit #43-8496 Board Cause No: 173-14

RDCC Review: Effective Date: 12/2/1999

Fee Surface Agreement Siting: 460' fr u bdry & uncomm. tract

Intent to comminsi. R649-3-11. Directional Drill

I

Comments: Presite Completed

Stipulations: 4 - Federal Approval - dmason
17 - Oil Shale 190-5(b) -



Permit To Drill

******************
Well Name:  NBU 921-21L1S

API Well Number:  43047501010000

Lease Number:  UTU-0576

Surface Owner:   INDIAN 

Approval Date:  9/22/2008

 

Issued to:
KERR-MCGEE OIL & GAS ONSHORE, L.P. , P.O. Box 173779, Denver, CO 80217

Authority:
Pursuant to Utah Code Ann. §40-6-1 et seq., and Utah Administrative Code R649-3-1 et seq., the
Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill the listed
well. This permit is issued in accordance with the requirements of CAUSE: 173-14.

Duration:
This approval shall expire one year from the above date unless substantial and continuous operation
is underway, or a request for extension is made prior to the expiration date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation
General Rules, and the applicable terms and provisions of the approved Application for permit to drill.

Conditions of Approval:
State approval of this well does not supercede the required federal approval, which must be obtained
prior to drilling. 

In accordance with the Order in Cause No. 190-5(b) dated October 28, 1982, the operator shall
comply with the requirements of Rules R649-3-31 and R649-3-27 pertaining to Designated Oil Shale
Areas. Additionally, the operators shall ensure that the surface and or production casing is properly
cemented over the entire oil shale section as defined by Rule R649-3-31. The Operator shall report
the actual depth the oil shale is encountered to the division. 

Notification Requirements:
Notify the Division with 24 hours of spudding the well.
   • Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
   • Contact Dustin Doucet at (801) 538-5281 office (801) 733-0983 home

API Well No: 43047501010000API Well No: 43047501010000

State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

JON M. HUNTSMAN, JR.
Excutiw Drotor

sowror Division of Oil, Gas and Mining
GARY R. HERRERT JOHN R. BAZA
Lieuterant Gowrver D sion Director

Permit To Drill
kkkkkkkkkkkkkkkkkk

Well Name: NBU 921-21LlS
API Well Number: 43047501010000

Lease Number: UTU-0576
Surface Owner: INDIAN
Approval Date: 9/22/2008

Issued to:
KERR-MCGEE OIL & GAS ONSHORE, L.P. , P.O. Box 173779, Denver, CO 80217

Authority:
Pursuant to Utah Code Ann. §40-6-1et seq., and Utah Administrative Code R649-3-1 et seq., the
Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill the listed
well. This permit is issued in accordance with the requirements of CAUSE: 173-14.

Duration:
This approval shall expire one year from the above date unless substantial and continuous operation
is underway, or a request for extension is made prior to the expiration date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation
General Rules, and the applicable terms and provisions of the approved Application for permit to drill.

Conditions of Approval:
State approval of this well does not supercede the required federal approval, which must be obtained
prior to drilling.

In accordance with the Order in Cause No. 190-5(b) dated October 28, 1982, the operator shall
comply with the requirements of Rules R649-3-31 and R649-3-27 pertaining to Designated Oil Shale
Areas. Additionally, the operators shall ensure that the surface and or production casing is properly
cemented over the entire oil shale section as defined by Rule R649-3-31. The Operator shall report
the actual depth the oil shale is encountered to the division.

Notification Requirements:
Notify the Division with 24 hours of spudding the well.

• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281 office (801) 733-0983



Reporting Requirements:
All required reports, forms and submittals will be promptly filed with the Division, including but not
limited to the Entity Action Form (Form 6), Report of Water Encountered During Drilling (Form 7),
Weekly Progress Reports for drilling and completion operations, and Sundry Notices and Reports on
Wells requesting approval of change of plans or other operational actions.

 

 
Approved By:

Gil Hunt
Associate Director, Oil & Gas 

API Well No: 43047501010000API Well No: 43047501010000

Reporting Requirements:
All required reports, forms and submittals will be promptly filed with the Division, including but not
limited to the Entity Action Form (Form 6), Report of Water Encountered During Drilling (Form 7),
Weekly Progress Reports for drilling and completion operations, and Sundry Notices and Reports on
Wells requesting approval of change of plans or other operational actions.

Approved By:

Gil Hunt
Associate Director, Oil &



API Well No: 43047501010000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-0576 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 Ute 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 921-21L1S 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047501010000

3. ADDRESS OF OPERATOR:  
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2298 FNL 0683 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNW Section: 21 Township: 09.0S Range: 21.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

9/14/2009

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Kerr-McGee Oil & Gas Onshore, L.P. (Kerr-McGee) respectfully requests an
extension to this APD for the maximum time allowed. Please contact the

undersigned with any questions and/or comments. Thank you. 

NAME (PLEASE PRINT)  
 Danielle Piernot

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 9/10/2009

PHONE NUMBER:
720 929-6007  Ext 

 

PHONE NUMBER
720 929-6156

September 10, 2009

September 14, 2009

iPI Well No: 43047501010000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING EAs0E57D6ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS teF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. NATURAL BUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 921-21L1S

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047501010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6007 Ext NATURAL BUTTES

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: UINTAH

2298 FNL 0683 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SWNW Section: 21 Township: 09.05 Range: 21.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/14/2009
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
Kerr-McGee Oil & Gas Onshore, L.P. (Kerr-McGee) respectfully requests an

extension to this APD for the maximum time allowed. Please contact the Approved by the
undersigned with any questions and/or comments. Thank you. Utah Division of

Oil, Gas and Mining

Date: September 14, 2009

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Danielle Piernot 720 929-6156 Regulatory Analyst

SIGNATURE DATE
N/A 9/10/2009

RECEIVED September 10,



  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Request for Permit Extension Validation Well Number 43047501010000
 

API: 43047501010000
Well Name: NBU 921-21L1S 

Location: 2298 FNL 0683 FWL QTR SWNW SEC 21 TWNP 090S RNG 210E MER S
Company Permit Issued to: KERR-MCGEE OIL & GAS ONSHORE, L.P.

Date Original Permit Issued: 9/22/2008

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

If located on private land, has the ownership changed, if so, has the surface agreement been
updated?    Yes    No

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or
siting requirements for this location?    Yes    No

Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well?    Yes    No

Have there been any changes to the access route including ownership, or rightof- way, which could
affect the proposed location?    Yes    No

Has the approved source of water for drilling changed?    Yes    No

Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation?    Yes    No

Is bonding still in place, which covers this proposed well?    Yes    No

        
Signature:  Danielle Piernot Date: 9/10/2009

Title:  Regulatory Analyst Representing: KERR-MCGEE OIL & GAS ONSHORE, L.P.

September 10, 2009

September 14, 2009

UTAH

DNR The Utah Division of Oil, Gas, and Mining
'

- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI BAS Br MlNTNG

Request for Permit Extension Validation Well Number 43047501010000

API: 43047501010000
Well Name: NBU 921-21L1S

Location: 2298 FNL 0683 FWL QTR SWNW SEC 21 TWNP 090S RNG 210E MER S
Company Permit Issued to: KERR-MCGEE OIL & GAS ONSHORE, L.P.

Date Original Permit Issued: 9/22/2008

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

•If located on private_land, has the ownership changed, if so, has the surface agreement been
updated? I___|I Yes I_Ð_I No

• Have any wells been drilled in the vicinity of the_proposed well which would affect the spacing or
siting requirements for this location? I:___) Yes _®_) No

• Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well? I i Yes i i No

• Have there been any changes to the access route including ownership, or rightof- way, which could
affect the proposed location? I___) Yes I _I No

• Has the approved source of water for drilling changed? I __I Yes i i No

• Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation? I__ Yes I®I No

Approved by the
•Is bonding still in place, which covers this proposed well? I§|I Yes i No Utah Division of

Oil, Gas and Mining
Signature: Danielle Piernot Date: 9/10/2009

Title: Regulatory Analyst Representing: KERR-IVICGEEOIL & GAS ONSHOP ,8Lte; September 14, 2009

By:

RECEIVED September 10,



API Well No: 43047501010000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-0576 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 Ute 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 921-21L1S 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047501010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6007  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2298 FNL 0683 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNW Section: 21 Township: 09.0S Range: 21.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

9/20/2010

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Kerr-McGee Oil & Gas Onshore, L.P. (Kerr-McGee) respectfully requests an
extension to this APD for the maximum time allowed. Please contact the

undersigned with any questions and/or comments. Thank you.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Danielle Piernot 720 929-6156

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 9/20/2010

September 20, 2010

September 28, 2010

iPI Well No: 43047501010000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING LEAs0E57D6ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS teF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen e×isting wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. NATURAL BUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 921-21L1S

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL&GAS ONSHORE,L.P. 43047501010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6007 Ext NATURAL BUTTES

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: UINTAH

2298 FNL 0683 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SWNW Section: 21 Township: 09.05 Range: 21.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/20/2010
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

O SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
Kerr-McGee Oil & Gas Onshore, L.P. (Kerr-McGee) respectfully requests an

extension to this APD for the maximum time allowed. Please contact the Approved by the
undersigned with any questions and/or comments. Thank you. Utah Division of

Oil, Gas and Mining

Date: September 28, 2010

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Danielle Piernot 720 929-6156 Regulatory Analyst

SIGNATURE DATE
N/A 9/20/2010

RECEIVED September 20,



  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Request for Permit Extension Validation Well Number 43047501010000
 

API: 43047501010000
Well Name: NBU 921-21L1S 

Location: 2298 FNL 0683 FWL QTR SWNW SEC 21 TWNP 090S RNG 210E MER S
Company Permit Issued to: KERR-MCGEE OIL & GAS ONSHORE, L.P.

Date Original Permit Issued: 9/22/2008

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

If located on private land, has the ownership changed, if so, has the surface agreement been
updated?    Yes    No

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or
siting requirements for this location?    Yes    No

Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well?    Yes    No

Have there been any changes to the access route including ownership, or rightof- way, which could
affect the proposed location?    Yes    No

Has the approved source of water for drilling changed?    Yes    No

Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation?    Yes    No

Is bonding still in place, which covers this proposed well?    Yes    No

        
Signature:  Danielle Piernot Date: 9/20/2010

Title:  Regulatory Analyst Representing: KERR-MCGEE OIL & GAS ONSHORE, L.P.

September 20, 2010September 20, 2010

September 28, 2010

UTAH

DNR The Utah Division of Oil, Gas, and Mining
'

- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI GAS MlNTNG

Request for Permit Extension Validation Well Number 43047501010000

API: 43047501010000
Well Name: NBU 921-21L1S

Location: 2298 FNL 0683 FWL QTR SWNW SEC 21 TWNP 0905 RNG 210E MER S
Company Permit Issued to: KERR-MCGEE OIL & GAS ONSHORE, L.P.

Date Original Permit Issued: 9/22/2008

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

•If located o_nprivate_land, has the ownership changed, if so, has the surface agreement been
updated? I

_

i Yes igi No

• Have any wells been drilled in the vicinity of the_proposed well which would affect the spacing or
siting requirements for this location? :__I Yes g:I No

• Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well? I:_:I Yes IÏiÏ:I No

• Have there been any changes to the access route including ownership, or rightof- way, which could
affect the proposed location? I___I Yes igi No

• Has the approved source of water for drilling changed? I
_

I Yes IÎiÏI No

• Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation? __:I Yes ig:I No

Approved by the
•Is bonding still in place, which covers this proposed well? liiil Yes i i No Utah Division of

Oil, Gas and Mining
Signature: Danielle Piernot Date: 9/20/2010

Title: Regulatory Analyst Representing: KERR-MCGEE OIL & GAS ONSHOPÑ,age; September 28, 2010

By:

RECEIVED September 20,



Form3160-3 FORM APPROVED
(August2007) OMBNo.1004-0137

- ExpiresJuly31,2010UNITEDSTATES '
DEPARTMENTOF THE W¾©¾ 5. LeaseSerialNo.
BUREAUOFLANDMANAGEMÉNT UTU-0576

6. If Indian,Alloteeor TribeNameAPPLICATIONFOR PERMIT ggRIIJIPO lE Ute

la. Typeof work: DRILL REENTE
891

08nit0orCAAgreement,Nameand No.

8. LeaseNameandWel1No.
Ib. TypeofWell: 0 onell GasWell Other SingleZone MultipleZone NBU 921-21L1S
2. Nameof Operator 9. API WellNo.

Kerr-McGee Oil & Gas Onshore, LP
3a. Address 3b PhoneNo.(include area code) 10.FieldandPool,orExploratory

P.O. Bo× 173779, Denver, CO 80217-3779 720.929.6226 Natural Buttes Field
4. Locationof Well (Report location clearly and in accordancewithany Staterequirements.*) Il . Sec.,T.R.M. or Blk.andSurveyor Area

At surface SWNW 2298' FNL &683' FWL LAT40.022561 LON -109.563064 (NAD 27) Sec. 21, T 9S, R 21E
At proposed prod.zone NWSW 2434' FSL & 674' FWL, Sec. 21, T 9S, R 21E

14. Distanceinmilesanddirectionfromnearest townor postoffice*
¯

12.Countyor Parish 13. State
18.3 miles northeast of Ouray, Utah Uintah UT

15. Distancefromproposed* 674, 16.No.of acresinlease 17. SpacingUnitdedicatedto thiswelllocationtonearest
propertyor leaseline,ft 1480 Unit Well
(Alsotonearestdrig.unitline,if any)

18. Distancefromproposedlocation* 20, 19.ProposedDepth 20. BLlWBIABondNo.on file
to nearest well, drilling,completed' 10,135' WYBOOO291applied for,on this lease,ft.

21. Elevations(ShowwhetherDF,KDB,RT, GL, etc.) 22 Approximatedatework willstart* 23. Estimatedduration
4,838' GL 10 days

24. Attachments
The following,completed inaccordancewith therequirements of OnshoreOilandGasOrderNo.1,mustbeattached to this form:

1. Wellplatcertifiedby a registeredsurveyor. 4. Bondtocoverthe operationsunlesscovered by anexisting bondon file (see
1 A DrillingPlan. Item20 above).
3. A SurfaceUsePlan (if the locationison NationalForestSystemLands,the 5. Operatorcertification

SUPO mustbe filedwiththeappropriateForestServiceOffice). 6. Suchothersite specificinformationand/orplansas may be requiredbythe
BLM.

25. Signature Name(PrintedTyped) Date
Kevin McIntyre 09/08/2008

Title
Regualtory Analyst i

Approvedby (S ture Name (Printed e Kenczka Date JUL29 2011
Title Office

VERNALFIELDOFFICE
Applicationapprovaldoesnotwarrantor certifythattheapplicantholdslegalorequitabletitlelothoserightsinthesubjectleasewhichwouldentitletheapplicantto
cConnddiionpspnpsroaelfnmiy,areaßONDITIONSOF APPROVALATTACHED
Title 18U.S.C.Section1001andTitle43U.S.C.Section1212,makeita crimeforanypersonknowinglyand willfullytomaketoany departmentor agencyof theUnitedStatesanyfalse,fictitiousor fraudulentstatementsor representationsastoanymatterwithinitsjurisdiction.

(Continued on page 2) *(Instructions on page 2)

NOTICEOFAPPROVAL

RECEIVED
AUSO3 2011

DIVOFOIL,GAS&



UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Kerr McGee Oil & Gas Onshore, LP Location: SWNW, Sec. 21, T9S, R21E (S)
NWSW, Sec. 21, T9S, R21E (B)

Well No: NBU 921-2 L1S Lease No: UTU-0576
API No: 43-047-5 1 Agreement: Natural Buttes Unit

OFFICE NUMBER: (435) 781-4400
OFFICE FAX NUMBER: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the
applicable laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including
Surface and Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his
subcontractors. A copy of the approved APD must be on location during construction, drilling, and completion
operations. This permit is approved for a two (2) year period, or until lease expiration, whichever occurs
first. An additional extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Construction Activity - The Ute Tribe Energy & Minerals Dept. and BLM
(Notify Ute Tribe Energy & Minerals Dept. Environmental Scientist shall be notified at least 48 hours in
and BLM Environmental Scientist) advance of any construction activity. The Ute Tribal office is

open Monday through Thursday.

Construction Completion - Upon completion of the pertinent APD/ROW construction,
(Notify Ute Tribe Energy & Minerals Dept. notify the Ute Tribe Energy & Minerals Dept. for a Tribal
and BLM Environmental Scientist) Technician to verify the Affidavit of Completion. Notify the

BLM Environmental Scientist prior to moving on the drilling
rig.

Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify BLM Petroleum Engineer)

Casing String & Cementing - Twenty-Four (24) hours prior to running casing and cementing
(Notify BLM Supv. Petroleum Tech.) all casing strings to: ut vn_opreport@bim.gov.

BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify BLM Supv. Petroleum Tech.)

First Production Notice - Within Five (5) business days after new well begins or
(Notify BLM Petroleum Engineer) production resumes after well has been off production for more

than ninety (90)
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Well: NBU 921-21L1S

7/26/2011

SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

Site-Specific Conditions of Approval:

• Paint all facilities "Shadow Gray."
• Monitor by a permitted paleontologist during construction operations.
• Construct diversion drainages around the west side of the well pad.
• In accordance with the guidelines specified in the Utah BLM Field Office Guidelines for Raptor

Protection from Human and Land Use Disturbances, 2002, a raptor survey should be conducted
prior to construction of the proposed location, pipeline, or access road if construction will take
place during raptor nesting season (January 1 through September 30) and conduct its operations
according to specifications in the guidelines.

• If project construction operations are not initiated before June 17, 2010, KMG shall conduct
additional biological surveys in accordance with the guidelines specified in the USFWS Rare
Plant Conservation Measures for Uinta Basin hookless cactus (See Appendix D) and conduct its
operation according to its specifications.

BIA Standard Conditions of Approval:

• Soil erosion will be mitigated by reseeding all disturbed areas.
• The gathering pipelines will be constructed to lie on the surface. The surface pipelines will not

be bladed or cleared of vegetation. Where pipelines are constructed parallel to roads they may
be welded on the road and then lifted from the road onto the right-of-way. Where pipelines do
not parallel roads but cross-country between sites, they shall be welded in place at well sites or
on access roads and then pulled between stations with a suitable piece of equipment. Traffic will
be restricted along these areas so that the pipeline right-of-way will not be used as an access
road.

• An open drilling system shall be used, unless otherwise specified in 10.0 Additional Stipulations
of this document and in the Application for Permit to Drill. A closed drilling system shall be
used in all flood plain areas, and other highly sensitive areas, recommended by the Ute Tribe
Technician, BIA, and other agencies involved.

• The reserve pit shall be lined with a synthetic leak proof liner. After the drilling operation is
complete, excess fluids shall be removed from the reserve pit and either hauled to an approved
disposal site or shall be used to drill other wells. When the fluids are removed the pit shall be
backfilled a minimum of 3.0' below the soil surface elevation.

• A closed production system shall be used. This means all produced water and oil field fluid
wastes shall be contained in leak proof tanks. These fluids shall be disposed of in either
approved injection wells or disposal pits.

• Major low water crossings will be armored with pit run material to protect them from erosion.
• All personnel shall refrain from collecting any paleontological fossils and from disturbing any

fossil resources in the area.
• If fossils are exposed or identified during construction, all construction must cease and

immediate notification to the Energy and Minerals Department and the Cultural Rights
Protection
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Well: NBU 921-21L1S

7/26/2011

• Before the site is abandoned the company will be required to restore the right-of-way to near its
original state. The disturbed area will be reseeded with desirable perennial vegetation. If
necessary, the Bureau of Indian Affairs or Bureau of Land Management will provide a suitable
seed mixture.

• Noxious weeds will be controlled on all surface disturbances within the project area. If noxious
weeds spread from the project area onto adjoining land, the company will also be responsible for
their control.

• If project construction operations are scheduled to occur after December 31, 2009, KMG shall
conduct annual raptor surveys in accordance with the guidelines specified in the Utah Field
Office Guidelines for Raptor Protection from Human and Land Use Disturbances, 2002 (See
Appendix E) and conduct its operations according to applicable seasonal restrictions and spatial
offsets.

• USFWS threatened and endangered plant and animal conservation measures will be followed, as
appropriate to the species identified by the biological resource survey (See Appendix E).

• All personnel shall refrain from collecting artifacts and from disturbing any significant cultural
resources in the area.

• If artifacts or any culturally sensitive materials are exposed or identified during construction, all
construction must cease and immediate notification to the Energy and Minerals Department and
the Cultural Rights Protection
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7/26/2011

DOWNHOLE PROGRAM
CONDITIONS OF APPROVAL (COAs)

SITE SPECIFIC DOWNHOLE COAs:

• Surface casing cement shall be brought up and into the surface. Top of Cmnt is to reach surf.
For the surface casing cementing program (operator's specified option 1, where well does not
circulate water) operator is required to pump additional cement beyond the stated amounts in
application.

• Production casing cement shall be brought up and into the surface casing. Production casing
minimum cement top is 1600 ft. The minimum cement top is approximately 0700 ft above the
surface casing shoe.
Cmnt Top (TOC) standard will place emnt behind casing across formation lost circulation zone,
Birds Nest Zone.
COA specification fulfills operators performance standard stated in APD (where operators toc is
calc'd with an excess to reach surface).

• Operator is to notify BLM Vernal Field Office and active gilsonite mining operator (or lease
holder) located within a 2 mile radius, 48 hours prior to pad explosives blasting. Well is not
close to gilsonite vein, but on trend to gilisonite vein deposits.

• A copy of Kerr McGee's Standard Operating Practices (SOP version: dated 7/17/08 and
approved 7/28/08) shall be on location.

• Drilling plan specifies and practices are referenced in the Kerr McGee Oil & Gas Standard
Operating Procedures (SOP version: July 28, 2008). The operators drilling plan items 3 to 9
reference the SOP. Kerr McGee shall adhere to the referenced requirements in the SOP.
Kerr McGee and their contractors shall adhere to all Oil and Gas rules and requirements listed
in the Code of Federal Regulations and all Federal Onshore Oil and Gas Orders except where
variances have been granted.

• Covering air/gas drilling operations, requirements will be adhered to covering air/gas drilling
operations as described in Onshore Order #2 III. E. 1. Drilling Operations, Special Drilling
Operations, air/gas drilling.

• A Gamma Ray well Log shall be run from the well Total Depth to the surface.
A copy of the Gamma Ray well Log shall be submitted to the BLM Vernal Field Office.
A copy of the directional survey shall be submitted to the BLM Vernal Field Office.

All provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly
adhered to. The following items are emphasized:

DRILLINGICOMPLETION/PRODUCING OPERATING STANDARDS

• The spud date and time shall be reported orally to Vernal Field Office within 24 hours of
spudding.

• Notify Vernal Field Office Supervisory Petroleum Engineering Technician at least 24 hours in
advance of casing cementing operations and BOPE & casing pressure
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7/26/2011

• All requirements listed in Onshore Order #2 III. E. Special Drilling Operations are applicable for
air drilling of surface hole.

• Blowout prevention equipment (BOPE) shall remain in use until the well is completed or
abandoned. Closing unit controls shall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

• All BOPE components shall be inspected daily and those inspections shall be recorded in the
daily drilling report. Components shall be operated and tested as required by Onshore Oil & Gas
Order No. 2 to insure good mechanical working order. All BOPE pressure tests shall be
performed by a test pump with a chart recorder and NOT by the rig pumps. Test shall be
reported in the driller's log.

• BOP drills shall be initially conducted by each drilling crew within 24 hours of drilling out from
under the surface casing and weekly thereafter as specified in Onshore Oil & Gas Order No. 2.

• Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

• No aggressive/fresh hard-banded drill pipe shall be used within casing.

• Cement baskets shall not be run on surface casing.

• The operator must report all shows of water or water-bearing sands to the BLM. If flowing
water is encountered it must be sampled, analyzed, and a copy of the analyses submitted to the
BLM Vernal Field Office.

• The operator must report encounters of all non oil & gas mineral resources (such as Gilsonite, tar
sands, oil shale, trona, etc.) to the Vernal Field Office, in writing, within 5 working days of each
encounter. Each report shall include the well name/number, well location, date and depth (from
KB or GL) of encounter, vertical footage of the encounter and, the name of the person making
the report (along with a telephone number) should the BLM need to obtain additional
information.

• A complete set of angular deviation and directional surveys of a directional well will be
submitted to the Vernal BLM office engineer within 30 days of the completion of the well.

• While actively drilling, chronologic drilling progress reports shall be filed directly with the
BLM, Vernal Field Office on a weekly basis in sundry, letter format or e-mail to the Petroleum
Engineers until the well is completed.

• A cement bond log (CBL) will be run from the production casing shoe to the top of cement and
shall be utilized to determine the bond quality for the production casing. Submit a field copy of
the CBL to this
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7/26/2011

• Please submit an electronic copy of all other logs run on this well in LAS format to
UT_VN_Welllogs@BLM.gov. This submission will supersede the requirement for
submittal of paper logs to the BLM.

• There shall be no deviation from the proposed drilling, completion, and/or workover program as
approved. Safe drilling and operating practices must be observed. Any changes in operation
must have prior approval from the BLM Vernal Field
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OPERATING REQUIREMENT REMINDERS:

• All wells, whether drilling, producing, suspended, or abandoned, shall be identified in
accordance with 43 CFR 3162.6. There shall be a sign or marker with the name of the operator,
lease serial number, well number, and surveyed description of the well.

• For information regarding production reporting, contact the Office of Natural Resources
Revenue (ONRR) at www.ONRR.gov.

• In accordance with 43 CFR 3162.4-3, this well shall be reported on the "Monthly Report of
Operations" (Oil and Gas Operations Report ((OGOR)) starting with the month in which
operations commence and continue each month until the well is physically plugged and
abandoned. This report shall be filed in duplicate, directly with the Minerals Management
Service, P.O. Box 17110, Denver, Colorado 80217-0110, or call 1-800-525-7922 (303) 231-
3650 for reporting information.

• Should the well be successfully completed for production, the BLM Vernal Field office must be
notified when it is placed in a producing status. Such notification will be by written
communication and must be received in this office by not later than the fifth business day
following the date on which the well is placed on production. The notification shall provide, as a
minimum, the following informational items:

o Operator name, address, and telephone number.
o Well name and number.
o Well location (¼¼,Sec., Twn, Rng, and P.M.).
o Date well was placed in a producing status (date of first production for which royalty will

be paid).
o The nature of the well's production, (i.e., crude oil, or crude oil and casing head gas, or

natural gas and entrained liquid hydrocarbons).
o The Federal or Indian lease prefix and number on which the well is located; otherwise the

non-Federal or non-Indian land category, i.e., State or private.
o Unit agreement and/or participating area name and number, if applicable.
o Communitization agreement number, if applicable.

• Any venting or flaring of gas shall be done in accordance with Notice to Lessees (NTL) 4A and
needs prior approval from the BLM Vernal Field Office.

• All undesirable events (fires, accidents, blowouts, spills, discharges) as specified in NTL 3A will
be reported to the BLM, Vernal Field Office. Major events, as defined in NTL3A, shall be
reported verbally within 24 hours, followed by a written report within 15 days. "Other than
Major Events" will be reported in writing within 15 days. "Minor Events" will be reported on
the Monthly Report of Operations and Production.

• Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (BLM Form 3160-4) shall be submitted not later than 30



Page 8 of 9
Well: NBU 921-21L1S

7/26/2011

after completion of the well or after completion of operations being performed, in accordance
with 43 CFR 3162.4-1. Two copies of all logs run, core descriptions, and all other surveys or
data obtained and compiled during the drilling, workover, and/or completion operations, shall be
filed on BLM Form 3160-4. Submit with the well completion report a geologic report including,
at a minimum, formation tops, and a summary and conclusions. Also include deviation surveys,
sample descriptions, strip logs, core data, drill stem test data, and results of production tests if
performed. Samples (cuttings, fluid, and/or gas) shall be submitted only when requested by the
BLM, Vernal Field Office.

• All off-lease storage, off-lease measurement, or commingling on-lease or off-lease, shall have
prior written approval from the BLM Vernal Field Office.

• Oil and gas meters shall be calibrated in place prior to any deliveries. The BLM Vernal Field
Office Petroleum Engineers will be provided with a date and time for the initial meter calibration
and all future meter proving schedules. A copy of the meter calibration reports shall be
submitted to the BLM Vernal Field Office. All measurement facilities will conform to the API
standards for liquid hydrocarbons and the AGA standards for natural gas measurement. All
measurement points shall be identified as the point of sale or allocation for royalty purposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted
to the BLM Vernal Field Office within 30 days of installation or first production, whichever
occurs first. All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be
adhered to. All product lines entering and leaving hydrocarbon storage tanks will be effectively
sealed in accordance with Onshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which will result in the disturbance of new ground, shall require the filing of
a suitable plan and need prior approval of the BLM Vernal Field Office. Emergency approval
may be obtained orally, but such approval does not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior
approval of the BLM Vernal Field Office. If operations are to be suspended for more than 30
days, prior approval of the BLM Vernal Field Office shall be obtained and notification given
before resumption of operations.

• Pursuant to Onshore Oil & Gas Order No. 7, this is authorization for pit disposal of water
produced from this well for a period of 90 days from the date of initial production. A permanent
disposal method must be approved by this office and in operation prior to the end of this 90-day
period. In order to meet this deadline, an application for the proposed permanent disposal
method shall be submitted along with any necessary water analyses, as soon as possible, but no
later than 45 days after the date of first production. Any method of disposal which has not been
approved prior to the end of the authorized 90-day period will be considered as an Incident of
Noncompliance and will be grounds for issuing a shut-in order until an acceptable manner for
disposing of said water is provided and approved by this



Page 9 of 9
Well: NBU 921-21L1S

7/26/2011

• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. If a well is suspended or
abandoned, all pits must be fenced immediately until they are backfilled. The "Subsequent
Report of Abandonment" (Form BLM 3160-5) must be submitted within 30 days after the actual
plugging of the well bore, showing location of plugs, amount of cement in each, and amount of
casing left in hole, and the current status of the surface



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-0576 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 Ute 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 921-21L1S 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047501010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2298 FNL 0683 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNW Section: 21 Township: 09.0S Range: 21.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

8/22/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Kerr-McGee Oil & Gas Onshore, L.P. (Kerr-McGee) respectfully requests an
extension to this APD for the maximum time allowed. Please contact the

undersigned with any questions and/or comments. Thank you.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Andy Lytle 720 929-6100

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 8/22/2011

08/22/2011

Aug. 22, 2011

Sundry Number: 17750 API Well Number: 43047501010000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEASOE5D6ESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS iteF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. NATURAL BUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 921-21L1S

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047501010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515 E×t NATURAL BUTTES

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: UINTAH

2298 FNL 0683 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SWNW Section: 21 Township: 09.05 Range: 21.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

8/22/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
Kerr-McGee Oil & Gas Onshore, L.P. (Kerr-McGee) respectfully requests an

extension to this APD for the maximum time allowed. Please contact the
undersigned with any questions and/or comments. Thank you. Approved by the

Utah Division of
Oil, Gas and Mining

Date: 08/22/2011

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Andy Lytle 720 929-6100 Regulatory Analyst

SIGNATURE DATE
N/A



  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Request for Permit Extension Validation Well Number 43047501010000
 

API: 43047501010000
Well Name: NBU 921-21L1S 

Location: 2298 FNL 0683 FWL QTR SWNW SEC 21 TWNP 090S RNG 210E MER S
Company Permit Issued to: KERR-MCGEE OIL & GAS ONSHORE, L.P.

Date Original Permit Issued: 9/22/2008

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

If located on private land, has the ownership changed, if so, has the surface agreement been
updated?    Yes    No

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or
siting requirements for this location?    Yes    No

Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well?    Yes    No

Have there been any changes to the access route including ownership, or rightof- way, which could
affect the proposed location?    Yes    No

Has the approved source of water for drilling changed?    Yes    No

Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation?    Yes    No

Is bonding still in place, which covers this proposed well?    Yes    No

        
Signature:  Andy Lytle Date: 8/22/2011

Title:  Regulatory Analyst Representing: KERR-MCGEE OIL & GAS ONSHORE, L.P.

Aug. 22, 2011

Sundry Number: 17750 API Well Number: 43047501010000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
TI, GA% Pr NINTPM

Request for Permit Extension Validation Well Number 43047501010000

API: 43047501010000
Well Name: NBU 921-21L1S

Location: 2298 FNL 0683 FWL QTR SWNW SEC 21 TWNP 090S RNG 210E MER S
Company Permit Issued to: KERR-MCGEE OIL & GAS ONSHORE, L.P.

Date Original Permit Issued: 9/22/2008

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

• If located on private land, has the ownership changed, if so, has the surface agreement been
updated? Yes © No

• Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or
siting requirements for this location? Yes © No

• Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well? Yes © No

• Have there been any changes to the access route including ownership, or rightof- way, which could
affect the proposed location? Yes © No

' Has the approved source of water for drilling changed? Yes © No

• Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation? Yes © No

' Is bonding still in place, which covers this proposed well? U Yes No

Signature: Andy Lytle Date: 8/22/2011
Title: Regulatory Analyst Representing: KERR-MCGEE OIL & GAS ONSHORE,



RECEIVED: Mar. 01, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-0576 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 Ute 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 921-21L1S 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047501010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2298 FNL 0683 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNW Section: 21 Township: 09.0S Range: 21.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

2 /27 /2012

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 MIRU TRIPPLE A BUCKET RIG. DRILLED 20” CONDUCTOR HOLE TO 40’.
RAN 14” 36.7# SCHEDULE 10 PIPE. CMT W/28 SX READY MIX. SPUD

WELL ON 02/27/2012 AT 1500 HRS.

NAME (PLEASE PRINT) PHONE NUMBER 
 Sheila Wopsock 435 781-7024

TITLE
 Regulatory Analyst

SIGNATURE
 N/A

DATE
 3 /1 /2012

March 06, 2012

Sundry Number: 23455 API Well Number: 43047501010000Sundry Number: 23455 API Well Number: 43047501010000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-0576

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
Ute

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. NATURALBUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 921-21L1S

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047501010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6 5NIATIERALBUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2298 FNL 0683 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNW Section: 21 Township: 09.0S Range: 21.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

2 /2 7 /2 0 12 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

MIRU TRIPPLE A BUCKET RIG. DRILLED20" CONDUCTOR HOLE TO 40'. Accepted by the
RAN 14" 36.7# SCHEDULE 10 PIPE. CMT Wl28 SX READY MIX. SPUD Utah Division of

WELL ON 02/27/2012 AT 1500 HRS. Oil, Gas and Mining

FOR RECORD ONLY
March 06, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sheila Wopsock 435 781-7024 Regulatory Analyst

SIGNATURE DATE
N/A 3/1/2012

RECEIVED: Mar. 01,



RECEIVED: Mar. 12, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-0576 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 Ute 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 921-21L1S 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047501010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2298 FNL 0683 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNW Section: 21 Township: 09.0S Range: 21.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

3 /11 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 MIRU AIR RIG ON MARCH 9, 2012. DRILLED SURFACE HOLE TO 2,865’.
RAN SURFACE CASING AND CEMENTED. WELL IS WAITING ON ROTARY

RIG. DETAILS OF CEMENT JOB WILL BE INCLUDED WITH WELL
COMPLETION REPORT.

NAME (PLEASE PRINT) PHONE NUMBER 
 Jaime Scharnowske 720 929-6304

TITLE
 Regulartory Analyst

SIGNATURE
 N/A

DATE
 3 /12 /2012

March 15, 2012

Sundry Number: 23825 API Well Number: 43047501010000Sundry Number: 23825 API Well Number: 43047501010000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-0576

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
Ute

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. NATURALBUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 921-21L1S

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047501010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6 5NIATIERALBUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2298 FNL 0683 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNW Section: 21 Township: 09.0S Range: 21.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/11/2012
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

MIRU AIR RIG ON MARCH 9, 2012. DRILLED SURFACE HOLE TO 2,865'. Accepted by the
RAN SURFACE CASING AND CEMENTED. WELL IS WAITINGON ROTARY Utah Division of

RIG. DETAILSOF CEMENT JOB WILLBE INCLUDEDWITHWELL Oil, Gas and Mining

COMPLETIONREPORT. FOR RECORD ONLY
March 15, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Jaime Scharnowske 720 929-6304 Regulartory Analyst

SIGNATURE DATE
N/A 3/12/2012

RECEIVED: Mar. 12,



RECEIVED: Mar. 19, 2012

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-0576 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 Ute 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 921-21L1S 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047501010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2298 FNL 0683 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNW Section: 21 Township: 09.0S Range: 21.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

3 /19 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The operator requests approval for changes in the drilling plan.
Specifically, the Operator requests approval for a FIT waiver, a closed
loop drilling option and a production casing change. All other aspects
of the previously approved drilling plan will not change. Please see the

attachment. Thank you.

NAME (PLEASE PRINT) PHONE NUMBER 
 Jaime Scharnowske 720 929-6304

TITLE
 Regulartory Analyst

SIGNATURE
 N/A

DATE
 3 /19 /2012

March 20, 2012

Sundry Number: 24011 API Well Number: 43047501010000Sundry Number: 24011 API Well Number: 43047501010000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-0576

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
Ute

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. NATURALBUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 921-21L1S

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047501010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6 5NIATIERALBUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2298 FNL 0683 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNW Section: 21 Township: 09.0S Range: 21.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

3/19/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The operator requests approval for changes in the drilling plan. Accepted by the
Specifically, the Operator requests approval for a FIT waiver, a closed utah Division of

loop drilling option and a production casing change. All other aspects oil, Gas and Mining

of the previously approved drilling plan will not change. Please see the Date: March 20, 2012
attachment. Thank you.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Jaime Scharnowske 720 929-6304 Regulartory Analyst

SIGNATURE DATE
N/A 3/19/2012

RECEIVED: Mar. 19,
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NBU 921-21L1S
Surface: 2298 FNL / 683 FWL SWNW  

BHL: 2434 FSL / 674 FWL NWSW  

Section 21  T9S R21E

Uintah County, Utah

ONSHORE ORDER NO. 1

DRILLING PROGRAM

1.  &   2. Estimated Tops of Important Geologic Markers:
Estimated Depths of Anticipated Water, Oil, Gas, or Mineral Formations:

Formation Depth Resource

Uinta 0 - Surface
Green River 1,601'
Birds Nest 1,914' Water
Mahogany 2,394' Water
Wasatch 4,948' Gas
Mesaverde 7,908' Gas
Sego 10,154' Gas
TVD 10,154'
TD 10,202'

3. Pressure Control Equipment (Schematic Attached)

Please refer to the attached Drilling Program

4. Proposed Casing & Cementing Program:

Please refer to the attached Drilling Program

5. Drilling Fluids Program:

Please refer to the attached Drilling Program

6. Evaluation Program: 

Please refer to the attached Drilling Program

Mineral Lease: UTU-0576

Kerr-McGee Oil & Gas Onshore. L.P.

Sundry Number: 24011 API Well Number: 43047501010000Sundry Number: 24011 API Well Number: 43047501010000

NBU921-21L1S Drilling Program
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Kerr-McGee Oil & Gas Onshore. L.P.

NBU921-21L1S
Surface: 2298 FNL / 683 FWL SWNW

BHL: 2434 FSL / 674 FWL NWSW

Section 21 T9S R21E

Uintah County, Utah
Mineral Lease: UTU-0576

ONSHORE ORDER NO. 1

DRILLINGPROGRAM

1. & 2. Estimated Tops of Important Geologic Markers:
Estimated Depths of Anticipated Water, Oil, Gas, or Mineral Formations:

Formation Depth Resource

Uinta 0 - Surface
Green River 1,601'
Birds Nest 1,914' Water
Mahogany 2,394' Water
Wasatch 4,948' Gas
Mesaverde 7,908' Gas
Sego 10,154' Gas
TVD 10,154'
TD 10,202'

3. Pressure Control Equipment (Schematic Attached)

Please refer to the attached Drilling Program

4. Proposed Casing & Cementing Program:

Please refer to the attached Drilling Program

5. Drilling Fluids Program:

Please refer to the attached Drilling Program

6. Evaluation Program:

Please refer to the attached Drilling Program
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NBU 921-21L1S Drilling Program
2 of 7

7. Abnormal Conditions:

Maximum anticipated bottom hole pressure calculated at 10154' TVD, approximately equals
6,499 psi

Maximum Anticipated Bottom Hole Pressure (MABHP) =  Pore Pressure at TD

Maximum anticipated surface pressure equals approximately 4,250 psi (bottom hole pressure
minus the pressure of a partially evacuated hole calculated at 0.22 psi/foot, per Onshore Order No. 2).
Per Onshore Order No. 2 - Max Anticipated Surf. Press.(MASP) = (Pore Pressure at next csg point-

(0.22 psi/ft-partial evac gradient x TVD of next csg point))

8. Anticipated Starting Dates:

9. Variances:

Please refer to the attached Drilling Program.
Onshore Order #2 – Air Drilling Variance

Kerr-McGee Oil & Gas Onshore LP (KMG) respectfully requests a variance to several requirements 
associated with air drilling outlined in Onshore Order 2 

·         Blowout Prevention Equipment (BOPE) requirements;
·         Mud program requirements; and
·         Special drilling operation (surface equipment placement) requirements associated 
          with air drilling.

This Standard Operating Practices addendum provides supporting information as to why KMG current 
air drilling practices for constructing the surface casing hole should be granted a variance to Onshore 
Order 2 air drilling requirements.

The reader should note that the air rig is used only to construct a stable surface casing hole through a 
historically difficult lost circulation zone. A conventional rotary rig follows the air rig, and is used to 
drill and construct the majority of the wellbore. 

More notable, KMG has used the air rig layout and procedures outlined below to drill the surface casing 
hole in approximately 675 wells without incident of blow out or loss of life.

Background
In a typical well, KMG utilizes an air rig for drilling the surface casing hole, an interval from the 
surface to surface casing depths, which varies in depth from 1,700 to 2,800 feet. The air rig drilling 
operation does not drill through productive or over pressured formations in KMG field, but does 
penetrate the Uinta and Green River Formations. The purpose of the air drilling operation is to overcome 
the severe loss circulation zone in the Green River known as the Bird’s Nest while creating a stable hole
 for the surface casing. The surface casing hole is generally drilled to approximately 500 feet below the 
Bird’s Nest.

Drilling is planned to commence immediately upon approval of this application.

0.64 psi/ft = actual bottomhole gradient

Sundry Number: 24011 API Well Number: 43047501010000Sundry Number: 24011 API Well Number: 43047501010000

NBU921-21L1S Drilling Program
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7. Abnormal Conditions:

Maximum anticipated bottom hole pressure calculated at 10154' TVD, approximately equals
6,499 psi 0.64 psi/ft = actual bottomhole gradient

Maximum Anticipated Bottom Hole Pressure (MABHP) = Pore Pressure at TD

Maximum anticipated surface pressure equals approximately 4,250 psi (bottom hole pressure
minus the pressure of a partially evacuated hole calculated at 0.22 psi/foot, per Onshore Order No. 2).
Per Onshore Order No. 2 - Max Anticipated Surf. Press.(MASP) = (Pore Pressure at next csg point-

(0.22psilft-partial evac gradient x TVD of next csg point))

8. Anticipated Starting Dates:
Drilling is planned to commence immediately upon approval of this application.

9. Variances:

Please refer to the attached Drilling Program.
Onshore Order #2 - Air Drilling Variance

Kerr-McGee Oil & Gas Onshore LP (KMG) respectfully requests a variance to several requirements
associated with air drilling outlined in Onshore Order 2

Blowout Prevention Equipment (BOPE) requirements;
Mud program requirements; and
Special drilling operation (surface equipment placement) requirements associated
with air drilling.

This Standard Operating Practices addendum provides supporting information as to why KMG current
air drilling practices for constructing the surface casing hole should be granted a variance to Onshore
Order 2 air drilling requirements.

The reader should note that the air rig is used only to construct a stable surface casing hole through a
historically difficult lost circulation zone. A conventional rotary rig follows the air rig, and is used to
drill and construct the majority of the wellbore.

More notable, KMG has used the air rig layout and procedures outlined below to drill the surface casing
hole in approximately 675 wells without incident of blow out or loss of life.

Background
In a typical well, KMG utilizes an air rig for drilling the surface casing hole, an interval from the
surface to surface casing depths, which varies in depth from 1,700 to 2,800 feet. The air rig drilling
operation does not drill through productive or over pressured formations in KMG field, but does
penetrate the Uinta and Green River Formations. The purpose of the air drilling operation is to overcome
the severe loss circulation zone in the Green River known as the Bird's Nest while creating a stable hole
for the surface casing. The surface casing hole is generally drilled to approximately 500 feet below the

Bird's Nest.
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Before the surface air rig is mobilized, a rathole rig is utilized to set and cement conductor pipe through 
a competent surface formation. Generally, the conductor is set at 40 feet. In some cases, conductor may 
be set deeper in areas that the surface formation is not found competent. This rig also drills the rat and 
mouse holes in preparation for the surface casing and production string drilling operations.

The air rig is then mobilized to drill the surface casing hole by drilling a 12 1/4 inch hole for the first 200 
feet, then will drill a 11inch hole to just above the Bird’s Nest interval with an air hammer. The hammer is 
then tripped and replaced with a 11 inch tri-cone bit. The tri-cone bit is used to drill to the surface casing 
point, approximately 500 feet below the loss circulation zone (Bird’s Nest). The 8-5/8 inch surface casing 
is then run and cemented in place, thereby isolating the lost circulation zone.

KMG fully appreciates Onshore Order 2 well control and safety requirements associated with a typical 
air drilling operations. However, the requirements of Onshore Order 2 are excessive with respect to the 
air rig layout and drilling operation procedures that are currently in practice to drill and control the 
surface casing hole in KMG Fields.

Variance for BOPE Requirements
The air rig operation utilizes a properly lubricated and maintained air bowl diverter system which diverts
 the drilling returns to a six-inch blooie line. The air bowl is the only piece of BOPE equipment which is 
installed during drilling operations and is sufficient to contain the air returns associated with this drilling 
operation. As was discussed earlier, the drilling of the surface hole does not encounter any over pressured 
or productive zones, and as a result standard BOPE equipment should not be required. In addition, 
standard drilling practices do not support the use of BOPE on 40 feet of conductor pipe. 

Variance for Mud Material Requirements
Onshore Order 2 also states that sufficient quantities of mud materials shall be maintained or readily 
accessible for the purpose of assuring adequate well control. Once again, the surface hole drilling 
operations does not encounter over pressured or productive intervals, and as a result there is not a need 
to control pressure in the surface hole with a mud system. Instead of mud, the air rigs utilize water from 
the reserve pit for well control, if necessary. A skid pump which is located near the reserve pit (see 
attachment) will supply the water to the well bore.

Variance for Special Drilling Operation (surface equipment placement) Requirements
Onshore Order 2 requires specific safety distances or setbacks for the placement of associated standard 
air drilling equipment, wellbore, and reserve pits. The air rigs used to drill the surface holes are not 
typical of an air rig used to drill a producing hole in other parts of the US. These are smaller in nature 
and designed to fit a KMG location. The typical air rig layout for drilling surface hole in the field is 
attached.

Typically the blooie line discharge point is required to be 100 feet from the well bore. In the case of a KMG 
well, the reserve pit is only 45 feet from the rig and is used for the drill cuttings. The blooie line, which 
transports the drill cuttings from the well to the reserve pit, subsequently discharges only 45 feet from 
the well bore.

Typically the air rig compressors are required to be located in the opposite direction from the blooie 
line and a minimum of 100 feet from the well bore. At the KMG locations, the air rig compressors are 
approximately 40 feet from the well bore and approximately 60 feet from the blooie line discharge due
 to the unique air rig design. The air compressors (see attachment) are located on the rig (1250 cfm) and 

Sundry Number: 24011 API Well Number: 43047501010000Sundry Number: 24011 API Well Number: 43047501010000
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Before the surface air rig is mobilized, a rathole rig is utilized to set and cement conductor pipe through
a competent surface formation. Generally, the conductor is set at 40 feet. In some cases, conductor may
be set deeper in areas that the surface formation is not found competent. This rig also drills the rat and
mouse holes in preparation for the surface casing and production string drilling operations.

The air rig is then mobilized to drill the surface casing hole by drilling a 12 1/4 inch hole for the first 200
feet, then will drill a llinch hole to just above the Bird's Nest interval with an air hammer. The hammer is
then tripped and replaced with a 11 inch tri-cone bit. The tri-cone bit is used to drill to the surface casing
point, approximately 500 feet below the loss circulation zone (Bird's Nest). The 8-5/8 inch surface casing
is then run and cemented in place, thereby isolating the lost circulation zone.

KMG fully appreciates Onshore Order 2 well control and safety requirements associated with a typical
air drilling operations. However, the requirements of Onshore Order 2 are excessive with respect to the
air rig layout and drilling operation procedures that are currently in practice to drill and control the
surface casing hole in KMG Fields.

Variance for BOPE Requirements
The air rig operation utilizes a properly lubricated and maintained air bowl diverter system which diverts
the drilling returns to a six-inch blooie line. The air bowl is the only piece of BOPE equipment which is
installed during drilling operations and is sufficient to contain the air returns associated with this drilling
operation. As was discussed earlier, the drilling of the surface hole does not encounter any over pressured
or productive zones, and as a result standard BOPE equipment should not be required. In addition,
standard drilling practices do not support the use of BOPE on 40 feet of conductor pipe.

Variance for Mud Material Requirements
Onshore Order 2 also states that sufficient quantities of mud materials shall be maintained or readily
accessible for the purpose of assuring adequate well control. Once again, the surface hole drilling
operations does not encounter over pressured or productive intervals, and as a result there is not a need
to control pressure in the surface hole with a mud system. Instead of mud, the air rigs utilize water from
the reserve pit for well control, if necessary. A skid pump which is located near the reserve pit (see
attachment) will supply the water to the well bore.

Variance for Special Drilling Operation (surface equipment placement) Requirements
Onshore Order 2 requires specific safety distances or setbacks for the placement of associated standard
air drilling equipment, wellbore, and reserve pits. The air rigs used to drill the surface holes are not
typical of an air rig used to drill a producing hole in other parts of the US. These are smaller in nature
and designed to fit a KMG location. The typical air rig layout for drilling surface hole in the field is
attached.

Typically the blooie line discharge point is required to be 100 feet from the well bore. In the case of a KMG
well, the reserve pit is only 45 feet from the rig and is used for the drill cuttings. The blooie line, which
transports the drill cuttings from the well to the reserve pit, subsequently discharges only 45 feet from
the well bore.

Typically the air rig compressors are required to be located in the opposite direction from the blooie
line and a minimum of 100 feet from the well bore. At the KMG locations, the air rig compressors are
approximately 40 feet from the well bore and approximately 60 feet from the blooie line discharge due
to the unique air rig design. The air compressors (see attachment) are located on the rig (1250 cfm) and
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on a standby trailer (1170 cfm). A booster sits between the two compressors and boosts the output from
 350 psi to 2000 psi. The design does put the booster and standby compressor opposite from the blooie 
line.

Lastly, Onshore Order 2 addresses the need for an automatic igniter or continuous pilot light on the blooie
 line. The air rig does not utilize an igniter as the surface hole drilling operation does not encounter
productive formations.

Variance for FIT Requirements
KMG also respectfully requests a variance to Onshore Order 2, Section III, Part Bi, for the pressure 
integrity test (PIT, also known as a formation integrity test (FIT)). This well is not an exploratory well 
and is being drilled in an area where the formation integrity is well known. Additionally, when an FIT is 
run with the mud weight as required, the casing shoe frequently breaks down and causes subsequent lost 
circulation when drilling the entire depth of the well. 

Conclusion
The air rig operating procedures and the attached air rig layout have effectively maintained well control 
while drilling the surface holes in KMG Fields. KMG respectfully requests a variance from Onshore 
Order 2 with respect to air drilling well control requirements as discussed above.

10. Other Information:

Please refer to the attached Drilling Program.
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on a standby trailer (1170 cfm). A booster sits between the two compressors and boosts the output from
350 psi to 2000 psi. The design does put the booster and standby compressor opposite from the blooie

line.

Lastly, Onshore Order 2 addresses the need for an automatic igniter or continuous pilot light on the blooie
line. The air rig does not utilize an igniter as the surface hole drilling operation does not encounter

productive formations.

Variance for FIT Requirements
KMG also respectfully requests a variance to Onshore Order 2, Section III, Part Bi, for the pressure
integrity test (PIT, also known as a formation integrity test (FIT)). This well is not an exploratory well
and is being drilled in an area where the formation integrity is well known. Additionally, when an FIT is
mn with the mud weight as required, the casing shoe frequently breaks down and causes subsequent lost
circulation when drilling the entire depth of the well.

Conclusion
The air rig operating procedures and the attached air rig layout have effectively maintained well control
while drilling the surface holes in KMG Fields. KMG respectfully requests a variance from Onshore
Order 2 with respect to air drilling well control requirements as discussed above.

10. Other Information:

Please refer to the attached Drilling Program.
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COMPANY NAME KERR-McGEE OIL & GAS ONSHORE LP DATE

WELL NAME TD 10,154' TVD 10,202' MD

FIELD Natural Buttes COUNTY Uintah STATE Utah FINISHED ELEVATION 4,838'

SURFACE LOCATION Sec 21 T 9S R 21E

NAD 83

BTM HOLE LOCATION Sec 21 T 9S R 21E

NAD 83

OBJECTIVE ZONE(S)

ADDITIONAL INFO

GEOLOGICAL MECHANICAL

FORMATION HOLE CASING MUD

LOGS TOPS DEPTH SIZE SIZE WEIGHT

40' 14"

12-1/4 8-5/8", 28#, IJ-55, LTC Air mist

200'

11' 8-5/8", 28#, IJ-55, LTC Air mist

Green River @

Mahogany @

TVD

Wasatch @

Mud logging program TBD

Cased hole logging program from TD - surf csg 7-7/8" Water / Fresh

Water Mud

8.3-12.5 ppg

LTC

Mverde @ TVD

Sego @ TVD

Max anticipated

12.5 ppg TD @ MD

Preset f/ GL @

Note: 11" surface hole will usually be 
drilled ±400' below the lost circulation zone 
(aka bird's nest).  Drilled depth may be 
±200' of the estimated set depth 
depending on the acutal depth of the loss 
zone.                                              

4-1/2" 11.6# 

I-80

7,908'

10,202'

Mud required

2,840'

HCP-110

1,914'

2,394'

All water flows encountered while 
drilling will be reported to the 
appropriate agencies.

KERR-McGEE OIL & GAS ONSHORE LP

DRILLING PROGRAM
March 19, 2012

2298 FNL 683 FWL

NWSW  

1,601'

NBU 921-21L1S

Regulatory Agencies: BLM (Minerals), BIA (Surface), UDOGM Tri-County Health Dept.

Top of Birds Nest @

SWNW  

Latitude:

Latitude: 40.022561

40.021014

Longitude: -109.563033

2434 FSL 674 FWL

Wasatch/Mesaverde

Longitude: -109.563064

10,154' TVD

10,154'

Ultra DQX

4,948'

Sundry Number: 24011 API Well Number: 43047501010000Sundry Number: 24011 API Well Number: 43047501010000
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KERR-McGEE OIL & GAS ONSHORE LP
DRILLING PROGRAM

COMPANY NAME KERR-McGEE OIL & GAS ONSHORE LP DATE March 19, 2012

WELL NAME NBU 921-21L1S TD 10,154' TVD 10,202' MD

FIELD Natural Buttes COUNTY Uintah STATE Utah FINISHED ELEVATION 4,838'

SURFACE LOCATION SWNW 2298 FNL 683 FWL Sec 21 T 9S R 21E

Latitude: 40.022561 Longitude: -109.563033 NAD 83

BTM HOLE LOCATION NWSW 2434 FSL 674 FWL Sec 21 T 9S R 21E

Latitude: 40.021014 Longitude: -109.563064 NAD 83

OBJECTIVE ZONE(S) Wasatch/Mesaverde

ADDITIONAL INFO Regulatory Agencies: BLM (Minerals), BIA (Surface), UDOGM Tri-County Health Dept.

O O *

O " * O O B

0 0 " B "
40 14"

12- /4 8-5/8", 28 IJ-55, LTC Ai ist

200'

11' 8-5/8", 28: , IJ-55, LTC Air mist

AII water flows encountered while
drilling will be reported to the
appropriate agencies.

Green River @ 1,601'

Top of Birds Nest @ 1,914'
Mahogany @ 2,394'

Preset fl GL @
2,840' TVD

Note: 11" surface hole willusually be
drilled ±400' below the lost circulation zone
(aka bird's nest). Drilled depth may be
±200' of the estimated set depth
depending on the acutal depth of the loss
zone.

Wasatch @ 4,948'

Mud logging program TBD
Cased hole logging program from TD -surf csg 7-7/8" 4-1/2" 11.6# Water/ Fresh

I-80 Water Mud
Ultra DQX 8.3-12.5 ppg
HCP-110

LTC

Mverde @ 7,908' TVD :

Sego @ 10,154' TVD

Max anticipated
Mud required 10,154' TVD

12.5 ppg TD @ 10,202' MD
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CASING PROGRAM DESIGN FACTORS

LTC DQX

SIZE INTERVAL WT. GR. CPLG. BURST COLLAPSE TENSION

CONDUCTOR 14"  

3,390 348,000 N/A

SURFACE to LTC 1.90 5.00 N/A

7,780 223,000 267,035

PRODUCTION to DQX 1.11 2.79

10,690 279,000 367,174

to LTC 1.53 4.57 3.84

Surface Casing:

(Burst Assumptions:  TD = ppg)

(Collapse Assumption:  Fully Evacuated Casing, Max MW) (Tension Assumptions:  Air Weight of Casing*Buoy.Fact. of water)

Production casing:

(Burst Assumptions:  Pressure test with 8.4ppg @ psi)

(Collapse Assumption:  Fully Evacuated Casing, Max MW) (Tension Assumptions:  Air Weight of Casing*Buoy.Fact. of water)

CEMENT PROGRAM

FT. OF FILL DESCRIPTION SACKS EXCESS WEIGHT YIELD

SURFACE LEAD 500' 180 60% 1.15

Option 1
TOP OUT CMT (6 jobs) 1,200' 270 0% 1.15

SURFACE

Option 2 LEAD 2,340' 220 35% 3.82

TAIL 500' 150 35% 1.15

TOP OUT CMT as required as req. 1.15

PRODUCTION LEAD 350 35% 3.38

TAIL 1,360 35% 1.31

*Substitute caliper hole volume plus 0% excess for LEAD if accurate caliper is obtained 

*Substitute caliper hole volume plus 10% excess for TAIL if accurate caliper is obtained 

FLOAT EQUIPMENT & CENTRALIZERS

SURFACE Guide shoe, 1 jt, insert float.  Centralize first 3 joints with bow spring centralizers. Thread lock guide shoe

PRODUCTION Float shoe, 1 jt, float collar.  15 centralizers for a Mesaverde and 20 for a Blackhawk well.

1 centralizer on the first 3 joints and one every third joint thereafter.

ADDITIONAL INFORMATION

Test casing head to 750 psi after installing. Test surface casing to 1,500 psi prior to drilling out.

BOPE:  11" 5M with one annular and 2 rams. The BOPE will be installed before the production hole is drilled and tested to 5,000 psi (annular to 

2,500 psi) prior to drilling out the surface casing shoe. Record on chart recorder and tour sheet. Function test rams on each trip.  Maintain 

safety valve and inside BOP on rig floor at all times. Most rigs have top drives; however,  if used, the Kelly is to be equipped with upper

and lower kelly valves.

Surveys will be taken at 1,000' minimum intervals.

Most rigs have PVT System for mud monitoring. If no PVT is available, visual monitoring will be utilized.

DRILLING  ENGINEER:                   DATE:

Nick Spence / Danny Showers / Chad Loesel

DRILLING  SUPERINTENDENT:                   DATE:

Kenny Gathings / Lovel Young

14.30

1.41

0.96

1.31

12.00

11.00

6,350

NOTE:  If well will circulate water to surface, option 2 will be utilized

8,650

+ 2% CaCl + 0.25 pps flocele

+ 0.25 pps Flocele + 3% salt BWOW

Premium Lite II +0.25 pps 

Premium cmt + 2% CaCl

65/35 Poz + 6% Gel + 10 pps gilsonite

KERR-McGEE OIL & GAS ONSHORE LP

20 gals sodium silicate + Premium cmt 15.80

Premium cmt + 2% CaCl 15.80

15.80

4,442'

+ 0.25 pps flocele

celloflake + 5 pps gilsonite + 10% gel

+ 0.5% extender

5,760' 50/50 Poz/G + 10% salt + 2% gel

+ 0.1% R-3

DRILLING PROGRAM

8-5/8" IJ-552,8400 28.00

0-40'

7000 0.64 psi/ft = bottomhole gradient

Premium cmt + 2% CaCl 15.80

+ 0.25 pps flocele

12.5 0.73 psi/ft = frac gradient @ surface shoe

HCP-110

1,880

Fracture at surface shoe with 0.1 psi/ft gas gradient above

11.600 I-805,0004-1/2"

4-1/2" 5,000 10,202' 11.60

Sundry Number: 24011 API Well Number: 43047501010000Sundry Number: 24011 API Well Number: 43047501010000

NBU921-21L1S Drilling Program
6 of 7

xer, see KERR-McGEE OIL & GAS ONSHORE LP
DRII I ING PROGRAM

CASING PROGRAM a e -

CONDUCTOR 14" 0-40'

3,390 1,880 348,000 N/A

SURFACE 8-5/8" O to 2,840 28.00 IJ-55 LTC 1.90 1.41 5.00 N/A

7,780 6,350 223,000 267,035

PRODUCTION 4-1/2" O to 5,000 11.60 |-80 DQX 1.11 0.96 2.79

10,690 8,650 279,000 367,174
4-1/2" 5,000 to 10,202' 11.60 HCP-110 LTC 1.53 1.31 4.57 3.84

Surface Casing:
(Burst Assumptions: TD = 12.5 ppg) 0.73 psilft = frac gradient @surface shoe

Fracture at surface shoe with 0.1 psilft gas gradient above
(Collapse Assumption: Fully Evacuated Casing, Max MW) (Tension Assumptions: Air Weight of Casing*Buoy.Fact. of water)

Production casing:
(Burst Assumptions: Pressure test with 8.4ppg @ 7000 psi) 0.64 psilft = bottomhole gradient
(Collapse Assumption: Fully Evacuated Casing, Max MW) (Tension Assumptions: Air Weight of Casing*Buoy.Fact. of water)

CEMENT PROGRAM

SURFACE LEAD 500' Premium cmt + 2% CaCI 180 60% 15.80 1.15

Option 1 + 0.25 pps flocele
TOP OUT CMT (6jobs) 1,200' 20 gals sodium silicate + Premium cmt 270 0% 15.80 1.15

+ 2% CaCI + 0.25 pps flocele

SURFACE NOTE: If well will circulate water to surface, option 2 will be utilized
Option 2 LEAD 2,340' 65/35 Poz + 6% Gel + 10 pps gilsonite 220 35% 11.00 3.82

+ 0.25 pps Flocele + 3% salt BWOW
TAIL 500' Premium cmt + 2% CaCI 150 35% 15.80 1.15

+ 0.25 pps flocele
TOP OUT CMT as required Premium cmt + 2% CaCI as req. 15.80 1.15

PRODUCTION LEAD 4,442' Premium Lite Il +0.25 pps 350 35% 12.00 3.38
cellonake + 5 pps gilsonite + 10% gel

+ 0.5% extender
TAIL 5,760' 50/50 Poz/G + 10% salt + 2% gel 1,360 35% 14.30 1.31

+ 0.1% R-3
*Substitute caliper hole volume plus 0% excess for LEAD if accurate caliper is obtained
*Substitute caliper hole volume plus 10% excess for TAIL if accurate caliper is obtained

FLOATEQUIPMENT&CENTRALIZERS

SURFACE Guide shoe, 1 jt, insert float. Centralize first 3 joints with bow spring centralizers. Thread lock guide shoe

PRODUCTION Float shoe, 1 jt, Boat collar. 15 centralizers for a Mesaverde and 20 for a Blackhawk well.
1 centralizer on the first 3 joints and one every thirdjoint thereafter.

ADDITIONAL INFORMATION

Test casing head to 750 psi after installing. Test surface casing to 1,500 psi prior to drilling out.

BOPE: 11"5M with one annular and 2 rams. The BOPE willbe installed before the production hole is drilled and tested to 5,000 psi (annular to

2,500 psi) prior to drilling out the surface casing shoe. Record on chart recorder and tour sheet. Function test rams on each trip. Maintain

safety valve and inside BOP on rig floor at all times. Most rigs have top drives; however, if used, the Kelly is to be equipped with upper

andlowerkellyvalves.

Surveys willbe taken at 1,000' minimum intervals.

Most rigs have PVT System for mud monitoring. If no PVT is available, visual monitoring willbe utilized.

DRILLING ENGINEER: DATE:

Nick Spence / Danny Showers / Chad Loesel

DRILLING SUPERINTENDENT: DATE:

Kenny Gathings / Lovel Young

RECEIVED: Mar. 19,



RECEIVED: Mar. 19, 2012

SCHEMATIC DIAGRAM OF 5,000 PSI BOP STACK

EXHIBIT A
NBU 921-21L1S

Sundry Number: 24011 API Well Number: 43047501010000Sundry Number: 24011 API Well Number: 43047501010000

EXHIBIT A
NBU 921-21L1S
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SCHEMATIC DIAGRAM OF 5,000 PSI BOP STACK

RECEIVED: Mar. 19,



RECEIVED: Mar. 19, 2012

 

Requested Drilling Options: 

 
Kerr-McGee will use either a closed loop drilling system that will require one pit and one cuttings 
storage area to be constructed on the drilling pad or a traditional drilling operation with one pit 
used for drilling and completion operations. The cuttings storage area will be used to contain only 
the de-watered drill cuttings and will be lined and bermed to prevent any liquid runoff.   The drill 
cuttings will be buried in the completion pit once completion operations are completed according 
to traditional pit closure standards.  The pit will be constructed to allow for completion operations.  
The completion operations pit will be lined with a synthetic material 20 mil or thicker and will be 
used for the completing of the wells on the pad or used as part of our Aandarko Completions 
Transportation System (ACTS). Using the closed loop drilling system will allow Kerr-McGee to 
decrease the amount of disturbance/footprint on location compared to a single large 
drilling/completions pit. 
 
If Kerr-McGee does not use a closed loop drilling system, it will construct a traditional 
drilling/completions pit to contain drill cuttings and for use in completion operations. The pit will 
be lined with a synthetic material 20 mil or thicker.  The drill cuttings will be buried in the pit 
using traditional pit closure standards. 

 

 

 

 

    

   

 
 

  
 

Sundry Number: 24011 API Well Number: 43047501010000Sundry Number: 24011 API Well Number: 43047501010000

Requested Drilling Options:

Kerr-McGee will use either a closed loop drilling system that will require one pit and one cuttings
storage area to be constructed on the drilling pad or a traditional drilling operation with one pit
used for drilling and completion operations. The cuttings storage area will be used to contain only
the de-watered drill cuttings and will be lined and bermed to prevent any liquid runoff. The drill
cuttings will be buried in the completion pit once completion operations are completed according
to traditional pit closure standards. The pit will be constructed to allow for completion operations.
The completion operations pit will be lined with a synthetic material 20 mil or thicker and will be
used for the completing of the wells on the pad or used as part of our Aandarko Completions
Transportation System (ACTS). Using the closed loop drilling system will allow Kerr-McGee to
decrease the amount of disturbance/footprint on location compared to a single large
drilling/completionspit.

If Kerr-McGee does not use a closed loop drilling system, it will construct a traditional
drilling/completions pit to contain drill cuttings and for use in completion operations. The pit will
be lined with a synthetic material 20 mil or thicker. The drill cuttings will be buried in the pit
using traditional pit closure standards.

RECEIVED: Mar. 19,



STATE OF UTAH FORM6
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

ENTITYACTIONFORM

Operator: KERR McGEE OIL & GAS ONSHORE LP Operator Account Number: N 2995

Address: 1368 SOUTH 1200 EAST

city VERNAL

state UT zio 84078 Phone Number: (435) 781-7024

Well i

API Number Well Ñame QQ Sec Twp Rng unty
4304750104 NBU 921-21F4S SWNW 21 9S 21E UINTAH

ÄäÚonCode Current Entity New Entity Spud Date En ty Ansignmänt
Number Number En bliÝeDMe

99999 2/27/2012
Comments:

MIRU TRIPPLEA BUCKET RIG. O T\V D
SPUD WELL ON 02/27/2012 AT 0900 HRS.

Well 2

Àël Number Nell Name QQ Sec $wp Rag Coúnty
4304750110 NBU 921-21E4T SWNW 21 9S 21E UINTAH

ActionC de Current Entity New Entity Spud Dàie Entity Assignment
Ntimber Number Effective Date

99999 g gg 2/27/2012

Comments
MIRU TRIPPLE A BUCKET RIG.
SPUD WELL ON 02/27/2012 AT 1200 HRS.

Well 3
API Ntimber Well Name QŒ Sec Twp Rng dounty
4304750101 NBU921-21L1S SWNW 21 9S 21E UINTAH

ÅcdonCode Current Endty New Entity Spud Date Entity Assignmánt
Number Number EÚec ve Date

99999 2/27/2012
Comments: MIRUTRIPPLE A BUCKET RIG.

SPUD WELL ON 02/27/2012 AT 1500 HRS.

ACTIONCODES:
A - Establish new entity for new well (single well only) SHEl WOPSOCK

B - Add newwell to existing entity (groupor unit well) Name a e Prini

C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entity to a new entity ignature '

E - Other (Explain in 'comments' sec REGULATORY ANALYST 3/1/2012
Title Date

(5/2000)

Die.ofU, Gas &



RECEIVED: May. 23, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-0576 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 Ute 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 921-21L1S 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047501010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2298 FNL 0683 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNW Section: 21 Township: 09.0S Range: 21.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

5 /23 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 MIRU ROTARY RIG. FINISHED DRILLING FROM 2865’ TO 10200' ON
5/20/2012. RAN 4-1/2” 11.6# I-80 PRODUCTION CASING. CEMENTED
PRODUCTION CASING. RELEASED H&P 298 RIG ON 5/21/2012 @ 11:30

HRS. DETAILS OF CEMENT JOB WILL BE INCLUDED WITH THE WELL
COMPLETION REPORT. WELL IS WAITING ON FINAL COMPLETION

ACTIVITIES.

NAME (PLEASE PRINT) PHONE NUMBER 
 Cara Mahler 720 929-6029

TITLE
 Regulatory Analyst I

SIGNATURE
 N/A

DATE
 5 /23 /2012

May 23, 2012

Sundry Number: 25989 API Well Number: 43047501010000Sundry Number: 25989 API Well Number: 43047501010000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-0576

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
Ute

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. NATURALBUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 921-21L1S

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047501010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6 5NIATIERALBUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2298 FNL 0683 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNW Section: 21 Township: 09.0S Range: 21.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

5/23/2012
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

MIRU ROTARY RIG. FINISHED DRILLING FROM 2865' TO 10200' ON Accepted by the
5/20/2012. RAN 4-1/2" 11.6# I-80 PRODUCTION CASING. CEMENTED Utah Division of
PRODUCTION CASING. RELEASED H&P 298 RIG ON 5/21/2012 @ 11:30 Oil, Gas and Mining

HRS. DETAILSOF CEMENT JOB WILLBE INCLUDEDWITHTHE WELL FOR RECORD ONLY
COMPLETION REPORT. WELL IS WAITINGON FINALCOMPLETION May 23, 2012

ACTIVITIES.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Cara Mahler 720 929-6029 Regulatory Analyst I

SIGNATURE DATE
N/A 5/23/2012

RECEIVED: May. 23,



RECEIVED: Jul. 06, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-0576 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 Ute 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 921-21L1S 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047501010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2298 FNL 0683 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNW Section: 21 Township: 09.0S Range: 21.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

7 /6 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 No activity for the month of June 2012. Well TD at 10,200'. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Jaime Scharnowske 720 929-6304

TITLE
 Regulartory Analyst

SIGNATURE
 N/A

DATE
 7 /6 /2012

July 09, 2012

Sundry Number: 27521 API Well Number: 43047501010000Sundry Number: 27521 API Well Number: 43047501010000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-0576

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
Ute

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. NATURALBUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 921-21L1S

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL& GAS ONSHORE, L.P. 43047501010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6 5NIATIERALBUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESAT SURFACE: UINTAH

2298 FNL 0683 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNW Section: 21 Township: 09.0S Range: 21.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

7/6/2012
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

No activity for the month of June 2012. Well TD at 10,200'. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
July 09, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Jaime Scharnowske 720 929-6304 Regulartory Analyst

SIGNATURE DATE
N/A 7/6/2012

RECEIVED: Jul. 06,



RECEIVED: Aug. 03, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-0576 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 Ute 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 921-21L1S 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047501010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2298 FNL 0683 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNW Section: 21 Township: 09.0S Range: 21.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

8 /3 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Started completing the well in July 2012. Well TD at 10,200'.

NAME (PLEASE PRINT) PHONE NUMBER 
 Jaime Scharnowske 720 929-6304

TITLE
 Regulartory Analyst

SIGNATURE
 N/A

DATE
 8 /3 /2012

August 07, 2012

Sundry Number: 28512 API Well Number: 43047501010000Sundry Number: 28512 API Well Number: 43047501010000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-0576

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
Ute

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. NATURALBUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 921-21L1S

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047501010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6 5NIATIERALBUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2298 FNL 0683 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNW Section: 21 Township: 09.0S Range: 21.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

8/3/2012
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Started completing the well in July 2012. Well TD at 10,200'. Accepted by the
Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
August 07, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Jaime Scharnowske 720 929-6304 Regulartory Analyst

SIGNATURE DATE
N/A 8/3/2012

RECEIVED: Aug. 03,



RECEIVED: Aug. 06, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-0576 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 Ute 

7.UNIT or CA AGREEMENT NAME:
 NATURAL BUTTES 

1. TYPE OF WELL
  Gas Well 

8. WELL NAME and NUMBER:
 NBU 921-21L1S 

2. NAME OF OPERATOR:
 KERR-MCGEE OIL & GAS ONSHORE, L.P.

9. API NUMBER:
 43047501010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6515  Ext 

9. FIELD and POOL or WILDCAT:
 NATURAL BUTTES 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2298 FNL 0683 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SWNW Section: 21 Township: 09.0S Range: 21.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

7 /26 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 THE SUBJECT WELL WAS PLACED ON PRODUCTION ON 7/26/2012. THE
CHRONOLOGICAL WELL HISTORY WILL BE SUBMITTED WITH THE WELL

COMPLETION REPORT. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Cara Mahler 720 929-6029

TITLE
 Regulatory Analyst I

SIGNATURE
 N/A

DATE
 8 /6 /2012

August 07, 2012

Sundry Number: 28645 API Well Number: 43047501010000Sundry Number: 28645 API Well Number: 43047501010000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-0576

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
Ute

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. NATURALBUTTES

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Gas Well NBU 921-21L1S

2. NAME OF OPERATOR: 9. API NUMBER:
KERR-MCGEE OIL & GAS ONSHORE, L.P. 43047501010000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
P.O. Box 173779 1099 18th Street, Suite 600, Denver, CO, 80217 3779 720 929-6 5NIATIERALBUTTES

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

2298 FNL 0683 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SWNW Section: 21 Township: 09.0S Range: 21.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

7/26/2012
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

THE SUBJECT WELL WAS PLACED ON PRODUCTION ON 7/26/2012. THE Accepted by the
CHRONOLOGICALWELL HISTORY WILLBE SUBMITTEDWITHTHE WELL Utah Division of

COMPLETION REPORT. Oil, Gas and Mining

FOR RECORD ONLY
August 07, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Cara Mahler 720 929-6029 Regulatory Analyst I

SIGNATURE DATE
N/A 8/6/2012

RECEIVED: Aug. 06,



Form3160-4 UNITED STATES FORM APPROVED
(August 2007) DEPARTMENT OF THE INTERIOR OMB No. 1004-0137

BUREAU OF LAND MANAGEMENT Expires: July 31, 2010

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5. LeaseSerialNo.
UTUO576

la. Type of Well O Oil Well B Gas Well O Dry 0 Other 6. If Indian, Allottee or Tribe Name
b. Type of Completion New Well O Work Over O Deepen O Plug Back O Diff. Resvr.

Other 7. Unit or CA Agreement Name and No.
UTU63047A

2. Name of Operator Contact: CARA MAHLER 8. Lease Name and Well ..

KERR MCGEE OIL & GAS ONSHORIE4Mail:cara.mahler@anadarko.com NBU 921-21L1S
3. Address 1099 18TH STREET, SUITE 1800 3a. Phone No. (include area code) 9. API Well No.

DENVER, CO 80202 Ph: 720-929-6029 43-047-50101
4. Location of Well (Report locationclearly and in accordance with Federal requirements)* 10. Field and Pool, or Exploratory

NATURALBUTTES
At surface SWNW 2298FNL 683FWL 40.020978 N Lat, 109.563753 W Lon 11. Sec., T., R., M., or Block and Survey
At top prod interval reported below NWSW 2452FSL 668FWL or Area Sec 21 T9S R21E Mer SLB

12. County or Parish 13. State
At total depth NWSW 2415FSL WL L 661% UINTAH UT

14. Date Spudded 15. Date T.D. Reached 16. Date Completed 17. Elevations (DF, KB, RT, GL)*
02/27/2012 05/20/2012 0 D & A Ready to Prod. 4838 GL

07/26/2012
18. Total Depth: MD 10201 19. Plug Back T.D.: MD 10146 20. Del th Bridge Plug Set: MD

TVD 10153 TVD 10098 TVD
21. Type Electric & Other MechanicalLogs Run (Submit copy of each) 22, Was well cored? No Yes (Submit analysis)

CBGRICCL/TEMP Was DST run? No O Yes (Submit analysis)
Directional Survey? No Yes (Submitanalysis)

23. Casing and Liner Record (Report all strings set in well)

Top Bottom Stage Cementer No. of Sks. & Slurry Vol.Hole Size Size/Grade Wt. (#/ft.) Cement Top* Amount Pulled(MD) (MD) Depth Type of Cement (BBL)
20.000 14.000 STL 36.7 0 40 28
11.000 8.625 J-55 28.0 0 2852 550 0
7.875 4.500 I-80 11.6 0 10190 1634 982

24. Tubing Record

Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)
2.375 9449

25. Producing Intervals 26. PerforationRecord
Formation Top Bottom Perforated Interval Size No. Holes Perf. Status

A) WASATCH 6517 7961 6517 TO 7961 0.360 111 OPEN
B) MESAVERDE 8020 9879 8020 TO 9879 0.360 162 OPEN
C)
D)
27. Acid, Fracture,Treatment, Cement Squeeze,Etc.

Depth Interval Amount and Type of Material
6517 TO 9879 PUMP 10,656 BBLS SLICK H2O & 257,871 LBS 30/50 OTTAWASAND

28. Production - IntervalA
Date First Test Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Date Tested Production BBL MCF BBL Corr. API Gravity

07/26/2012 07/31/2012 24 0.0 2091.0 528.0 FLOWS FROM WELL
Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas:Oil Well Status
Size Flws- 1554 Poss. Rate BBL MCF BBL Ratio

20/64 SI 62.0 0 2091 528 PGW
28a. Production - Interval B

Date First Test Houts Test Oil Gas Water Oil Gravity Gas ProductionMethod
Produced Date Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press, Csg. 24 Hr. Oil Gas Water Gas:Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

si
RECEIVE(SeeInstructions and spaces foradditional data on reverse side)

ELECTRONIC SUBMISSION #148224VERIFIED BY THE BLM WELL INFORMATION SYSTEM
** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** SEPO5 2012



28b. Production - Interval C
Date First Test Hours Test Oil Gas Water Oil Gravity Gas ProductionMethod
Produced Date Tested Production BBL MCF BBL Corr.API Gravity

Choke Tbg. Press. Csg. 24 Hr Oil Gas Water Gas:Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

28c. Production - IntervalD
Date First Test Hours Test Oil Gas Water Oil Gravity Gas ProductionMethod
Produced Date Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Csg. 24 Hr Oil Gas Water Gas:Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

29. Disposition of Gas(Sold, used forfuel,vented, etc.)
SOLD

30. Summaryof Porous Zones (Include Aquifers): 31. Formation (Log) Markers
Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem
tests, includingdepth intervaltested, cushion used, time tool open, flowing and shut-in pressures
and recoveries.

TopFormation Top Bottom Descriptions, Contents, etc. Name
Meas. Depth

GREEN RIVER 1681
BIRD'S NEST 1985
MAHOGANY 2443
WASATCH 5023
MESAVERDE 7979

32. Additional remarks (includepluggingproce dure):
The first 165 ft. of the surface hole was drilled with a 12 1/4 in. bit. The remainder
of the surface hole was drilled with an 11 in. bit. DQX I-80 csg was run from surface to
5,051 ft.; LTC I-80 csg was run from 5,051 ft to 10,190 ft. Attached is the chronological
well history, perforation report &final survey.

33. Circle enclosed attachments:
1. Electrical/MechanicalLogs (1 full set req'd.) 2. Geologic Report 3. DST Report 4. Directional Survey
5. Sundry Notice for plugging and cement verification 6. Core Analysis 7 Other:

34. I hereby certify that the foregoingand attached information is complete and correct as determined from all available records (see attached instructions):
Electronic Submission #148224 Verified by the BLM Well Information System.

For KERR MCGEE OIL & GAS ONSHORE L, sent to the Vernal

Name(pleaseprint) CARA MAHLER Title AUTHORIZED REPRESENTATIVE

Signature (Electronic Submission) Date 08/30/2012

Title 18 U.S.C. Section 1001and Title 43 U.S.C. Section 1212, make it a crime for any person knowinglyand willfully to make to any departmentor agency
of the United Statesany false, fictitious or fradulent statements or representations as to any matter within its jurisdiction.

** ORIGINAL ** ORIGINAL ** ORIGINAL" ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL



US ROCKIES REGION

Operaticm Sumtriary Report
Well: NBU 921-21L1S YELLOW Spud Date: 3/9/2012

Project: UTAH-UINTAH Site: NBU 921-21E PAD Rig Name No: H&P 298/298, CAPSTAR 310/310

Event: DRILLING Start Date: 2/26/2012 End Date: 5/21/2012
Active Datum: RKB @4,864.00usft(above Mean Sea UWI: SWINWl0/9/S/21/E/21/0/0/26/PM/N/2298/W/0/683/0/0
Level)

Dato Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) Gode (usft)

3/9/2012 7:30 - 10:00 2.50 MIRU 01 C P MIRU/// HOWCROFT 2 TRUCKS /// CAPSTAR 5
HANDS & 1 FORKLIFT // RELEASE TRUCKS @ 10:00
/// DERRICK INAIR @10:00

10:00 - 12:00 2.00 PRPSPD 14 A P WELOON CONOUCTOR & RIG UP FLOWLINE
12:00 - 13:00 1.00 PRPSPD 09 A P SLIP & CUT OFF 30' OF DRLG LINE
13:00 - 13:30 0.50 PRPSPD 06 A P PU 12.25" BIT & 8"MUD MOTOR & TIH
13:30 - 15:00 1.50 DRLSUR 02 B P DRILL12.25" SURFACE HOLE FI49'-165'
15:00 - 15:30 0.50 DRLSUR 0 A P TOOH & LAYDOWN 12.25" BIT
15:30 - 16:30 1.00 DRLSUR 06 A P PICK UP 11" BIT & DIR TOOLS, SCRIBE &TIH
16:30 - 19:00 2.50 DRLSUR 02 D P DRLG 11" SURFACE HOLE F/1 5'-594'

ROP= 429' @172 FPH
WOB= 24-28K
RPM= 55/105
SPP= 1000/800
GPM= 595
TRQ=2800/2200
PUIS0/RT= 64/54/59
NOLOSSES

19:00 - 19:30 0.50 DRLSUR 08 B Z REPAIR LEAKIN FLOW LINE
19:30 - 0:00 4.50 DRLSUR 02 D P DRLG 11" SURFACE HOLE FI594'-1154

ROP= 560' @124 FPH
WOB= 24-28K
RPM* 55/105
SPP= 1000/800
GPM= 595
TRQ=2800/2200
PUISO/RT= 04/54/59
N0 LOSSES

3/10/2012 0:00 - 12:00 12.00 DRLSUR 02 D P DRLG 11" SURFACE HOLE Fl1154'-2239'
ROP= 1085 ' @90 FPH
WOB= 24-28K
RPM= 55/105
SPP= 1400/1100
GPM= 595
TRQ=2800/2200
PUISO/RT= 101/86/92
NO LOSSES

12:00 - 12:30 0.50 DRLSUR 07 A P SERVICE RIG & EQUIPMENT

8/29/2012 1:01:27PM



US ROCKIES REGION

Operation Summary Report

Well: NBU 921-21L1S YELLOW Spud Date: 3/9/2012
Project: UTAH-UINTAH Site: NBU 921-21E PAD Rig Name No: H&P 298/298, CAPSTAR 310/310

Event: DRILLING Start Date: 2/26/2012 End Date: 5/21/2012
Active Datum: RKB @4,864.00usft(above Mean Sea UWI: SWINWl0/9/S/21/E/21/0/0/26/PMIN/2298/W/0/683/0/0
Level)

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) Code (usft)

12:30 - 17:30 5.00 DRLSUR 02 D P DRLG 11" SURFACE HOLE F/2239'-2865'
ROP= 626' @ 125 FPH
WOB= 24-28K
RPM= 55/105
SPP= 1400/1100
GPM= 595
TRQ=2800/2200
PU/SO/RT= 114/90/102
NO LOSSES
FINALSURVEY @2809'=
11.26 INC. & 183.54 AZ

7' HIGH & 1' RIGHT
ROTATE 88% & SLIDE 12%

17:30 - 18:00 0.50 DRLSUR 05 A P CIRC & COND. HOLE FOR 8-5/8" SURFACE CSG
18:00 - 22:00 4.00 DRLSUR 06 A P LAYDOWN DRILLSTRING & DIR TOOLS
22:00 - 0:00 2.00 CSG 12 C P PJSM /// RUN 64 JT'S, 8-5/8", 28#, J-55, LT&C CSG

/// SHOE SET @2835' & BAFFLE @2789'
3/11/2012 0:00 - 1:30 1.50 CSG 12 C P FINISH RUNNING 8.625" SURFACE CSG

1:30 - 3:00 0.50 CSG 05 A P CIRC. 8-5/8" CSG @2835'
3:00 - 4:00 1.00 CSG 12 E P PJSM WITH PRO PETRO CMT CREW///TEST LINES

TO 2000 PSI /// PUMP 20 BBL'S WATER FOLLOWED
BY 20 BBL GEL WATER SPACER /// LEAD = 240 SX
CLASS G CMT @11.0 WT & 3.82 YlELD /// TAIL =

200 SX CLASS G CMT @ 15.8 WT & 1.15 YIELD///
DROP PLUG & DISPLACE W/ 170 BBL'S WATER ///
PLUGDN @04:03 03/11/2012 /// BUMP PLUG W/
800 PSI /// FINALLIFT = 500 PSI /// CHECK FLOATS-
HELD WI.5 BBL'S BACK/// LOST CIRC 10 BBL'S
BEFORE BUMPING PLUG /// NO CMT TO SURFACE .

4:00 - 5:00 1.00 CSG 14 A P CUT OFF CONDUCTOR & HANG 8.625" SURFACE
CSG

5:00 - 6:00 1.00 CSG 12 E P RUN 200'OF 1" PIPE & PUMP TOP OUT W/110 SX
CLASS G CMT @15.8 WT & 1.15 YlELD /// CMT TO
SURFACE /// RELEASE RIG @06:00 03/11/2012 TO
THE NBU 921-21E18

5/15/2012 5:00 - 9:00 4.00 MIRU 01 C P SKID RIGS',JUMP SKID RAILS,SKID 2',ALIGN
RIG OVER WELL,

9:00 - 11:00 2.00 PRPSPD 14 A P CT JSA NIPPLE UP BOP,CHOKE LINE, MUD LINE
,REMOVE SMITH BEARING ASSEMBLY

11:00 - 15:00 4.00 PRPSPD 15 A P PRESSURE TEST/TEST CASING 1500 HIGH 250
LOW FOR 30 MIN/ PRESSURE TEST H&P EQUIP
BLINDRAMS,PIPE RAMS, FLOOR VALVE, KILL
LINES & KILLLINEVALVES, BOP WING VALVES,
HCR VALVE+ CHOKE LINE; INNER AND OUTER
CHOKE VALVES &MANIFOLDTO 250 PSI LOW@ 5
MINUTES+ 5000 PSI HIGH @ 10 MINUTES/TEST
ANNULARTO 250 PSI LOW @5 MINUTES + 2500
PSI HIGH

15:00 - 15:30 0.50 PRPSPD 14 B P SET WEAR BUSHING ,lNSTALLBEARING
ASSEMBLY

15:30 - 16:30 1.00 PRPSPD 15 A P TEST MI SWACO,CHOKE MAN1FOLD& ORBIT
VALVES, 1,000 PSI

18:30 - 19:00 2.50 PRPSPD 06 A P PICK UP & MAKEUP BHA#1 SCRIBE ,ORIENTATE &
TEST SAME / TlH TO 2,743' TAG CEMENT

8/29/2012 1:01:27PM



US ROCKIES REGION

Operation Summary Report
Well: NBU 921-21L1S YELLOW Spud Date: 3/9/2012

Project: UTAH-UINTAH Site: NBU 921-21E PAD Rig Name No: H&P 298/298, CAPSTAR 310/310

Event: DRILLING Start Date: 2/26/2012 End Date: 5/21/2012
Active Datum: RKB @4,864.00usft(above Mean Sea UWI: SWINWl0/9/S/21/E/21/0/0/26/PMIN/2298/W/0/683/0/O
Level)

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) Code (usft)

19:00 - 20:30 1.50 PRPSPD 07 B P PRE SPUD INSPECTION / LEVEL DERRICKl INSTALL
ROTATING RUBBER / PUMP THROUGH MI SWACO

20:30 - 22:00 1.50 PRPSPD 09 A P SLIP & CUT DRILL LINE
22:00 - 22:00 0.00 PRPSPD 07 A P RIG SERVICE
22:00 - 0:00 2.00 PRPSPD 02 F P DRILLFLOAT TRAC FI2,743 -BAFFLE @2,820

SHOE @2,866 OPEN HOLE TO 2,882
5/16/2012 0:00 - 7:00 7.00 DRLPRC 02 D P DRILL/ SLIDE / SURVEY F/2,882 TO 3,943 = 1,061'

@151.5 FPH
WOB 20,000-24,000
TOP DRIVE RPM 40-70
MUD MOTOR RPM 90-115
PUMPS 110-122 SPM=495-550 GPM
PUMP PRESSURE ON/OFF BTM 2,050/1,725
TORQUE ONIOFF BTM 10,000/ 4,000
PICK UP WT 114,000
SLACK OFF WT 98,000
ROT WT 106,000
SLIDE 17' IN 20 MIN .01.6% OF FOOTAGE
DRILLED,4.76%OF HRS DRILLEDMW 8.5 VIS 27
/NOV D-WATER

7:00 - 7:30 0.50 DRLPRC 07 A P RIG SERVICE
7:30 - 17:00 9.50 DRLPRC 02 D P DRILL/ SLIDE / SURVEY F/3,943 TO 5,453 = 1,510'

@158.9FPH
WOB 20,000-24,000
TOP DRIVE RPM40-70
MUD MOTOR RPM 90-115
PUMPS 110-122 SPM=495-550 GPM
PUMP PRESSURE ON/OFF BTM 2,250/ 1,925
TORQUE ON/OFF BTM 9,000/ 6,000
PICK UP WT 150,000
SLACK OFF WT 134,000
ROT WT 106,000
SLIDE 135 IN 115 MIN .8% OF FOOTAGE
DRILLED,20%OF HRS DRILLED

17:00 - 0:00 7.00 DRLPRC 02 D P DRILL/ SLIDE / SURVEY F/5,463 TO 6,485 = 1,022
@i46FPH
WOB 20,000-24,000
TOP DRIVE RPM 40-70
MUD MOTOR RPM 90-115
PUMPS 110-122 SPM=495-550 GPM
PUMP PRESSURE ONIOFF BTM 2,230/ 2,020
TORQUE ONIOFF BTM 9,000/ 8,000
PICK UP WT 168,000
SLACK OFF WT 139,000
ROT WT 152,000
SLIDE 30' IN 30 MIN2.9% OF FOOTAGE
DRILLED,6%OF HRS DRILLED

I
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US ROCKIES REGION

Operation Summary Report
Well: NBU 921-21L1S YELLOW Spud Date: 3/9/2012

Project: UTAH-UINTAH Site: NBU 921-21E PAD RigName No: H&P 298/298, CAPSTAR 310/310

Event: DRILLING Start Date: 2/26/2012 End Date: 5/21/2012
Active Datum: RKB @4,864.00usft(above Mean Sea UWl: SWINWl0/9/S/21/E/21/0/0/26/PM/N/2298/W/0/683/0/0
Level)

Date Time Duration Phase Code Sub P/U MD Frorn Operation
Start-End (hr) Code (usft)

5/17/2012 0:00 - 6:00 6.00 DRLPRC 02 D P DRILL/ SLIDE / SURVEY F/6,485 TO 7,075 = 590' @
98.3 FPH
WOB 20,000-26,000
TOP DRIVE RPM 40-70
MUD MOTOR RPM 90-115
PUMPS 110-122 SPM=495-550 GPM
PUMP PRESSURE ONIOFF BTM 2,230/ 2,020
TORQUE ONIOFF BTM 12,000/ 9,000
PICK UP WT 180,000
SLACK OFF WT 147,000
ROT WT 162,000
MUD WT 8.5 VIS 27
NO FLARE

6:00 - 13:00 7.00 DRLPRC 02 D P DRILL/ SLIDE / SURVEY F/7,075 TO 7,722 = 647'
@92.4FPH
WOB 20,000-26,000
TOP DRIVE RPM 40-70
MUD MOTOR RPM 90-115
PUMPS 110-122 SPM=495-550 GPM
PUMP PRESSURE ONIOFF BTM 2,350/2,050
TOROUE ÖN/OFF BTM 11,000/ 9,000
PICK UP WT 196,000
SLACK OFF WT 154,000
ROT WT 172,000
SLIDE 50' IN 65 MIN .01.6% OF FOOTAGE
DRILLED,4.76%OF HRS DRILLED
MUD WT 8.5 VIS 27
NO FLARE

13:00 - 14:00 1.00 DRLPRC 07 A P RIG SERVICE ,CHANGE OIL IN TOP DRIVE
14:00 - 0:00 10.00 DRLPRC 02 D P DR1LL/ SURVEY FI7,732 TO 8,514 = 782' @76.2

FPH
WOB 22,000-30,000
TOP DRIVE RPM 40-60
MUD MOTOR RPM 90- 115
PUMPS 110-122 SPM=495-550 GPM
PUMP PRESSURE ON/OFF BTM 2,370/ 1,970
TORQUE ONIOFF BTM 15,000/ 12,000
PICK UP WT 207,000
SLACK OFF WT 154,000
ROT WF 182,000
MW 9.2 VIS 35
NOMUD LOSS
SWACO ONLINE 8,360' /ANN PRESS 100 / TRAPPED
200 PSI
5-10' FLARE
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US ROCKIES REGION

Operation Summary Report
Well: NBU 921-21L1S YELLOW Spud Date: 3/9/2012
Project: UTAH-UINTAH Site: NBU 921-21E PAD Rig Name No: H&P 298/298, CAPSTAR 310/310
Event: DRILLING Start Date: 2/26/2012 End Date: 5/21/2012
Active Datum: RKB @4,864.00usft(above Mean Sea UWl: SWINWl0/9/S/21/E/21/0/0/26/PMIN/2298/Wl0/683/0/0
Level)

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) Code . (usft)

5/18/2012 0:00 - 6:00 6.00 DRLPRC 02 D P DRILL/ SURVEY F/8,514 TO 9,150= 636" @106
FPH
WOB 24,000-30,000
TOP DRIVE RPM 40-60
MUD MOTOR RPM 90-115
PUMPS 110-122 SPM=495-550 GPM
PUMP PRESSURE ONIOFF BTM 2,825/ 2,670
TORQUEONIOFF BTM 12,000/ 9,000
PICK UP WT 214,000
SLACK OFF WT 161,000
ROT WT 190,000
MUD WT 9.2 VIS 35
15-20' FLARE
ANN PRESS150 TRAPPED PRESS 325
NO MUD LOSS

6:00 - 12:30 6.50 DRLPRC 02 D P DRILL/ SLIDE / SURVEY F/9,150 -9,520= 370" @
56.9 FPH
WOB 24,000-30,000
TOP DRIVE RPM 40-60
MUD MOTOR RPM 90-115
PUMPS 110-122 SPM=495-550 GPM
PUMP PRESSURE ONIOFF BTM 2,850/2,580
TORQUE ONIOFF BTM 13,000/ 12,000
PICK UP WT 235,000

SLACK OFF WT 165,000
ROT WT 195,000

SLIDE 55' IN 120 MIN .01.15% OF FOOTAGE
DRILLED,4.30%OF HRS DRILLED
MUDWT 9.2 VIS 35
15-20' FLARE
ANN PRESS 275 TRAPPED PRESS 400 PSI TOP
DRIVE GEAR BOX LOCKED UP WHILE DRILLING/
UNABLETO ROTATE

12:30 - 18:30 6.00 DRLPRC 08 B P CIRC, RAISE MUD WT TO 11.5,TO KILLWELL ,FOR
TRIP OUT ,TO CHANGE OUT TOP DRIVE,SPOT 85
BBLS 12# ON BTM

18:30 - 22:00 3.50 DRLPRC 08 B Z TRIP OUT TO CASING SHOE,FLOW CHECK
22:00 - 22:30 0.50 DRLPRC 07 B P RIG SERVICE
22:30 - 0:00 1.50 DRLPRC 08 B Z HOLD CJ JSA WITH ALL H&P HANDS

,CRANE HANDS ON CHANGING OUT TOP DRIVE/
REMOVE TOP DRIVE

5/19/2012 0:00 - 16:30 16.50 MAINT 08 B Z CHANGE OUT TOP DRIVE ,RU AND FUNCTION TEST
TDS

16:30 - 18:00 1.50 DRLPRC 06 A P TOH / CHECK M MTR, MWD, CHANGE BITS
18:00 - 20:30 2.50 DRLPRC 06 A P TRIP IN TO CSG SHOE,BREAK CIRC CHANGE OUT

ROTATING HEAD RUBBER,CIH BREAK CIRC TlH
WASH THRU BRIDGES@ 4,765

20:30 - 21:30 1.00 DRLPRC 03 A X WASH & REAM THROURH BRIDGES F/4,765-5,269,
21:30 - 0:00 2.50 DRLPRC 06 A P TRIP IN HOLE ,TIGHT SPOT 9,100 CIH TO 9,425

BREAK CIRC,
5/20/2012 0:00 - 0:30 0.50 DRLPRC 03 D P WASH & REAM 95' TO BTM 10' FILL,4/10 MUD CUT

ON BTMS UP ,30' FLARE

8/29/2012 1:01:27PM



US ROCKIES REGION

Operation Summary Report
Well: NBU 921-21L1S YELLOW Spud Date: 3/9/2012

Project: UTAH-UINTAH Site: NBU 921-21E PAD Rig Name No: H&P 298/298, CAPSTAR 310/310
Event: DRILLING Start Date: 2/26/2012 End Date: 5/21/2012
Active Datum: RKB @4,864.00usft(above Mean Sea UWl: SWINW/0/9/S/21/E/21/0/0/26/PMIN/2298/Wl0/683/0/O
Level)

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) Code (usft)

0:30 - 6:00 5.50 DRLPRC 02 D P DRILL/ SURVEY F/9,520 TO 9,875= 355" @64.5
FPH
WOB 24,000-30,000
TOP DRIVE RPM 40-80
MUD MOTOR RPM 90-115
PUMPS 110- SPM=495- GPM
PUMP PRESSURE ONIOFF BTM 3,150/2,900
TORQUE ON/OFF BTM 13,000/ 11,000
PICK UP WT 210,000
SLACK OFF WT 170,000
ROT WT 195,000,
MUD WT 11.5 VIS 38
MUD LOSS 70 BBLS

6:00 - 11:30 5.50 DRLPRC 02 D P DRILL/ SURVEY F/9,875 TOi0,200 TD= 325" @59
FPH
WOB 24,000-30,000
TOP DRIVE RPM 40-80
MUD MOTOR RPM 90-115
PUMPS 105- SPM=472- GPM
PUMP PRESSURE ON/ÓFF BTM 2,900/ 2,570
TORQUE ON/OFF BTM 13,000/ 11,000
PICK UP WP 233,000
SLACK OFF WT 170,000
ROT WT 1200,000,
MUD WT 11.7 VIS 38

11:30 - 13:00 1.50 DRLPRC 05 C P CIRC & COND HOLE Fl CASING,PUMP SWEEPS,MUD
WT 11.7 VIS 40

13:00 - 14:00 1.00 DRLPRC 06 E P 12 STAND WIPER TRIP TO 9,000,/ NO PROMLEM,
14:00 - 16:00 2.00 DRLPRC 05 C P CIRC AND COND HOLE FOR CASING PUMP

SWEEP,,2/10 MUD CUT ON BTM S UP, 10' FLARE
,SPOT 90 BBLS 12.5 ON BTM MUD WT 11.8 VIS 38,
MUD LOSS 50 BBLS

16:00 - 21:30 5.50 DRLPRC 06 D P TRIP OUT FOR CASING,WORKOUT TIGHT SPOT @
4185,3,965 / FLOW CHECK AT CSG SHOE,PULL
ROTATING RUBBER,BHA,MWD, STAND BACK DIR
TOOLS,BREAK BIT,L/D M MTR,

21:30 - 22:00 0.50 DRLPRC 14 B P PULL SMITH BEARING ASSEMBLY/ PULL WEAR
BUASHING,1NSTALLBEARING ASSEMBLY

22:00 - 22:30 0.50 DRLPRC 12 A P CHANGE OUT DRILLINGBAILS TO 18; CASING
BAILS

22:30 - 0:00 1.50 DRLPRC 12 A P HOLD CTJSA RIG UP FRANKS TO RUN CASING
5/21/2012 0:00 - 9:00 9.00 CSGPRO 12 C P MAKE UP FLOAT EQUIP, RUN 122 JTS OF 41/2 11.6#

I-80 LTC(S,137')& 1-XO, 118 JTS
11.6#I-80(5,050')DQX PRODUCTION CASING TO
10,189' WI NO PROBLEMS / SHOE @10,189'
FLOAT COLLAR @10,144 / M VERDE MARKER @
7,934'lX-0 @5,050' TOTAL JTS RAN 242

9:00 - 10:30 1.50 CSGPRO 05 D P C1RC CASING,RIG DOWN CASERS, CTJSA W/ BJ
I
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US ROCKIES REGION

Operation Summary Report
Well: NBU 921-21L1S YELLOW Spud Date: 3/9/2012

Project: UTAH-UINTAH Site: NBU 921-21E PAD Rig Name No: H&P 298/298, CAPSTAR 310/310
Event: DRILLING Start Date: 2/26/2012 End Date: 5/21/2012
Active Datum: RKB @4,864.00usft(above Mean Sea UWl: SWINWl0/9/S/21/E/21/0/0/26/PM/N/2298/Wl0/683/0/0
Level)

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) Code (usft)

10:30 - 13:00 2.50 CSGPRO 12 E P INSTALLBJ CMT HEAD , TEST PUMP & LINES TO
5,200 PSI, ,DROP BOTTOM PLUG PUMP 25 BBLS FW
PUMP 552 SKS LEADCEMENT @ 12.5 PPG,(198.5
BBLS) (PREM LITE II +

.0.25 pps CELLO FLAKE + 10
pps KOL SEAL + .05 lb/sx STATIC FREE + 6% bwoc
BENTONITE +

.4% bwoc SODIUM META SILICATE +

..3%
R-3 + 118% FRESH WATER / (10.62 gallsx,

2.02 yield) + 1,082 SX TAIL@ 14.3 ppg(254 BBLS)+
(CLS G 50/50 POZ+ 10% SALT +

.05|lbs/sx STATIC
FREE +

.2% R3 +
.002 GPS FP-6L + 2% BENTONITE

+0.5%EC-1+ 58.6% FW / (5.94 gallsx, 1.32 yield) /
DROP TOP PLUG & DISPLACE W/ 157.7 BBLS H2O +

ADDITIVES/ PLUG DOWN @12:47 HOURS /
FLOATS HELD Wl2. BBLS H2O RETURNED TO
INVENTORY/ GOOD RETURNS THROUGH OUT WITH
20 H20 SPACER TO SURFACE / LIFT PRESSURE
@2,863PSI / BUMP PRESSURE TO 3,565 PSI / TOP
OF TAILCEMENT CALCULATED@3,900 / RIG
DOWN BJ

13:00 - 14:00 1.00 CSGPRO 14 A P FLUSH OUT & PICK UP BOP STACK,SET C-22 CSG
SLIPS WI110,000,CUT OFF CASING,

14:00 - 16:00 2.00 RDMO 01 E P CLEAN PITS / PREP TO SKlD,X/O BAILS/ RIG
RELEASED TO NBU 921-21E15 @16:00HRS
05/21/2012

8/29/2012 1:01:27PM



US ROCKIES REGION

1 General

1.1 Customer Information

Company US ROCKIES REGION
Representative
Address

1.2 Well/Wellbore Information

Well NBU 921-21L1S YELLOW Wellbore No· OH

Well Name NBU 921-21L1S Weilbore Name NBU 921-21L1S

ort No. 1 Report Date 7/9/2012

ject UTAH-UINTAH Site NBU 921-21E PAD

Rig Name/No. Event COMPLETION

Start Date 7/9/2012 End Date 7/26/2012

Spud Date 3/9/2012 Active Datum RKB @4,864.00usft(above Mean Sea Level)

UWI SWINWIO/9/S/21/E/21/0/0/26/PMIN/2298/W/0/683/0/0

1.3 General

Contractor CASED HOLE SOLUTIONS Job Method PERFORATE Supervisor ED GUDAC

Perforated Assembly PRODUCTION CASING Conveyed Method WIRELINE

1.4 Initial Conditions 1.5 Summary

Fluid Type KCL WATER Fluid Density Gross interval 6,517.0 (usft)-9,879.0 (usft Start DatelTime 7/9/2012 12:00AM

Surface Press Estimate Res Press No. of intervals 59 End Date/Time 7/9/2012 12:00AM

TVD Fluid Top Fluid Head Total Shots 273 Net Perforation Interval 91.00 (usft)

Hydrostatic Press Press Difference Avg Shot Density 3.00 (shot/ff) Final Surface Pressure

Balance Cond NEUTRAL Final Press Date

2 Intervals

2.1 Perforated Interval

Date Formation/ CCL@ CCL-T MD Top MD Base Shot Misfires/ Diamete Carr Type /Stage No Carr Phasing Charge Desc /Charge Charge Reason Misrun
Reservoir (usft) S (usft) (usft) Density Add. Shot r Size (*) Manufacturer Weight

(usft) (shot/ft) (in) (in) (gram)
7/9/2012 WASATCHI 6,517.0 6,520.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N

August 29, 2012 at 1:00 pm 1



US ROCKIES REGION

2.1 Perforated Interval (Continued)

Date Formation/ CCL@ CCL-T MD Top MD Base Shot Misfires/ Diamete Carr Type /Stage No Carr Phasing Charge Desc/Charge Charge Reason Misrun
Reservoir (usft) S (usft) (usft) Density Add. Shot r Size (°) Manufacturer Weight

(usft) (shot/ft) (in) (in) (gram)
7/9/2012 WASATCHI 6,531.0 6,533.0 3.00 0.360 EXPI 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 WASATCHI 6,571.0 6,573.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 WASATCHI 6,904.0 6,905.0 3.00 0.360 EXPI 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 WASATCHI 6,924.0 6,925.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 WASATCHI 6,941.0 6,942.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 WASATCHI 6,966.0 6,967.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 WASATCHI 7,000.0 7,001.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 WASATCH/ 7,017.0 7,018.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:OOAM N
7/9/2012 WASATCH/ 7,075.0 7,077.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 WASATCH/ 7,143.0 7,144.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 WASATCHI 7,176.0 7,177.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 WASATCHI 7,211.0 7,212.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 WASATCH/ 7,256.0 7,258.0 3.00 0.360 EXPI 3.375 120.00 23.00 PRODUCTIO
12:OOAM N
7/9/2012 WASATCH/ 7,307.0 7,308.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 WASATCHI 7,381.0 7,383.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 WASATCHI 7,504.0 7,506.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 WASATCHI 7,545.0 7,546.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 WASATCH/ 7,628.0 7,629.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 WASATCHI 7,673.0 7,675.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 WASATCH/ 7,719.0 7,720.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 WASATCHI 7,874.0 7,876.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
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2.1 Perforated Interval (Continued)

Date Formation/ CCL@ CCL-T MD Top MD Base Shof Misfires/ Diamete Carr Type IStage No Carr Phasing Charge Desc ICharge Charge Reason Misrun
Reservoir (usft) S (usft) (usft) Density Add. Shot r Size (*) Manufacturer Weight

(usft) (shot/ft) (in) (in) (gram)
7/9/2012 WASATCHI 7,890.0 7,892.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 WASATCH/ 7,920.0 7,921.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 WASATCHI 7,946.0 7,947.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 WASATCHI 7,960.0 7,961.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 8,020.0 8,023.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 8,061.0 8,063.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 8,124.0 8,126.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 8,160.0 8,161.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 8,269.0 8,271.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 8,325.0 8,327.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 8,421.0 8,422.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 8,493.0 8,494.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 8,543.0 8,545.0 3.00 0.360 EXPI 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 8,611.0 8,612.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDEl 8,639.0 8,640.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 8,677.0 8,678.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDEI 8,706.0 8,708.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 8,721.0 8,722.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 8,740.0 8,741.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 8,788.0 8,789.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 8,890.0 8,893.0 3.00 0.360 EXPI 3.375 120.00 23.00 PRODUCTIO
12:00AM N
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23 Perforated Interval (Continued)

Date Formation/ CCL@ CCL-T MD Top MD Base Shot Mistires/ Diamete Carr Type /Stage No Carr Phasing Charge Desc/Charge Charge Reason Misrun
Reservoir (usft) S (usft) (usft) Density Add. Shot r Size (°) Manufacturer Weight

(usft) (shot/ft) (in) (in) (gram)
7/9/2012 MESA VERDE/ 9,032.0 9,034.0 3.00 0.360 EXPI 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 9,087.0 9,089.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N

7/9/2012 MESA VERDE/ 9,352.0 9,355.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N

7/9/2012 MESA VERDE/ 9,382.0 9,384.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 9,435.0 9,437.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 9,489.0 9,491.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 9,514.0 9,515.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDEl 9,550.0 9,552.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 9,602.0 9,603.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 9,630.0 9,632.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 9,666.0 9,667.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 9,699.0 9,700.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 9,713.0 9,715.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 9,771.0 9,772.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 9,836.0 9,837.0 3.00 0.360 EXPI 3.375 120.00 23.00 PRODUCTIO
12:00AM N
7/9/2012 MESA VERDE/ 9,877.0 9,879.0 3.00 0.360 EXP/ 3.375 120.00 23.00 PRODUCTIO
12:00AM N

3 Plots
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Operation Summary Report
Well: NBU 921-21L1S YELLOW Spud Date: 3/9/2012

Project: UTAH-UINTAH Site: NBU 921-21E PAD Rig Name No: ROYALWELL SERVICE/3, ROYAL
WELL SERVICEl3

Event: COMPLETION Start Date: 7/9/2012 End Date: 7/26/2012
Active Datum: RKB @4,864.00usft(above Mean Sea UWI:SWINW/0/9/S/21/E/21/0/0/26/PM/N/2298/Wl0/683/0/0
Level)

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) Code (usft)

3/9/2012

7/10/2012 7:45 - 9:30 1.75 FRAC 33 C P FILLSURFACE CSG. MIRU B&C QUICK TEST.
PSI TEST T/ 1000 PSI. HELD FOR 15 MINLOST 0 PSI.
PSI TEST T/ 3500 PSI. HELD FOR 15 MIN LOST 31
PSI.
1ST PSI TEST T/7000 PSI. HELD FOR 30 MIN LOST
87 PSI.
NO COMMUNICATIONOR MIGRATIONWITH
SURFACE CSG
BLEED OFF PSI. MOVE T/ NEXT WELL.
SWIFW

7/12/2012 7:30 - 10:30 3.00 COMP 37 P PERF STG 1)PU 3 1/8 EXP GUN, 23 GM, .36 HOLE
SIZE.90 DEG PHASING. RIH PERF AS PER PERF
DESIGN. POOH. SWIFW

7/16/2012 13:00 - 18:00 5.00 COMP 36 B P FRAC STG 1)WHP 2185 PSI, BRK 3719 PSI @4.8
BPM. ISIP 2848 PSI, FG .73.

CALC PERFS OPEN @50.5 BPM @5383 PSI = 100%
HOLES OPEN. (24/24 HOLES OPEN)
ISIP 3094 PSI, FG .76, NPI 246 PSI.
MP 6053 PSI, MR 51.5 BPM, AP 5542 PSI, AR 49.2
BPM,
PUMPED 30/50 OWATTA SAND. SWI, X-OVER FOR
WL.

PERF STG 2)PU4 1/2 SK HALCBP & 3 1/8 EXP GUN,
23 GM, .36 HOLE SIZE. 120 DEG PHASING.RIH SET
CBP @9642' P/U PERF AS PER DESIGN. POOH,
X-OVER FOR FRAC CREW.

FRAC STG 2)WHP 1850 PSI, BRK 3449 PSI @5.2
BPM. ISIP 2581 PSI, FG .71.

CALC PERFS OPEN @50.9 BPM @5478 PSI = 96%
HOLES OPEN. (23/24 HOLES OPEN)
ISIP 3238 PSI, FG 0.78, NPI 657 PSI.
MP 6117 PSI, MR 50.9 BPM, AP 5442 PSI, AR 50.4
BPM,
PUMPED 30/50 OWATTA SAND

7/17/2012 6:45 - 7:00 0.25 COMP 48 P HSM. HIGH PSI LINES

8/29/2012 1:00:11PM



US ROCKIES REGION

Operation Summary Report
Well: NBU 921-21L1S YELLOW Spud Date: 3/9/2012

Project: UTAH-UINTAH Site: NBU 921-21E PAD Rig Name No: ROYALWELL SERVICE/3, ROYAL
WELL SERVICE/3

Event: COMPLETION Start Date: 7/9/2012 End Date: 7/26/2012
Active Datum: RKB @4,864.00usft(above Mean Sea UWl: SWINWl0/9/S/21/E/21/0/0/26/PMIN/2298/Wl0/683/0/0
Level)

Date . Time Duration Phase Code Sub P/U MD From Operation
Starl-End (hr) Code (usft)

7:00 - 18:00 11.00 COMP 36 B P PERF STG 3)PU 4 1/2 BKHALCBP & 31/8 EXP GUN,
23 GM ,.36 HOLE SIZE. 120 DEG PHASING. RIH SET
CBP @9467' P/U PERF AS PER DESIGN.

FRAC STG 3)WHP 2060 PSI, BRK 3367 PSI @5.1
BPM. ISIP 2863 PSI, FG .72.

CALC PERFS OPEN @45.4 BPM @5630 PSI = 86%
HOLES OPEN. (18/21 HOLES OPEN)
ISIP 3117 PSI, FG .77, NPI 454 PSI.
MP 5897 PSI, MR 52.5 BPM, AP 5156 PSI, AR 50.3
BPM,
PUMPED 30/50 OWATTA SAND

PERF STG 4)PU 4 1/2 SK HALCBP & 3 1/8 EXP GUN,
23 GM ,.36 HOLE SIZE. 120 DEG PHASING. RIH SET
CBP @9119' P/U PERF AS PER DESIGN.

FRAC STG 4)WHP 880 PSI, BRK 6292 PSI @5.1
BPM. ISIP 2850 PSI, FG .76.

CALC PERFS OPEN @50.5 BPM @5406 PSI =

100% HOLES OPEN. (21/21 HOLES OPEN)
ISIP 2869 PSI, FG .76, NPI 19 PSI.
MP 5613 PSI, MR 52.5 BPM, AP 5126 PSI, ARSO.3
BPM,
PUMPED 30/50 OWATTA SAND

PERF STG 5)PU 4 1/2 SK HALCBP & 3 1/8 EXP GUN,
23 GM ,.36 HOLE SIZE. 120 DEG PHASING. RIH SET
CBP @8819' P/U PERF AS PER DESIGN.

FRAC STG 5)WHP 1940 PSI, BRK 2864 PSI @4.8
BPM. ISIP 2275 PSI, FG .70.

CALC PERFS OPEN @52.6 BPM @4760 PSI = 100%
HOLES OPEN. (24/24 HOLES OPEN)
ISIP 2919 PSI, FG .77, NPI 644 PSI.
MP 5088 PSI, MR 55.1 BPM, AP 4608 PSI, AR 52.8
BPM,
PUMPED 30/50 OWATTA SAND

PERF STG 6)PU 4 1/2 SK HALCBP & 3 1/8 EXP GUN,
23 GM ,.36 HOLE SIZE, 120 DEG PHASING. RIH SET
CBP @8575' P/U PERF AS PER DESIGN.

FRAC STG 6)WHP 2050 PSI, BRK 2464 PSI @6.8
BPM. ISIP 2053 PSI, FG .68.

CALC PERFS OPEN @52.9 BPM @4135 PSI = 100%
HOLES OPEN. (24/24 HOLES OPEN)
ISIP 2638 PSI, FG .75, NPI 585 PSI.
MP 5122 PSI, MR 54.5 BPM, AP 4218 PSI, AR 52.9
BPM,
PUMPED 30/50 OWATTA SAND

8/29/2012 1:00:11PM



US ROCKIES REGION

Operation Summary Report

Well: NBU 921-21L1S YELLOW Spud Date: 3/9/2012

Project: UTAH-UINTAH Site: NBU 921-21E PAD Rig Name No: ROYALWELL SERVICE/3, ROYAL
WELL SERVICE/3

Event: COMPLETION Start Date: 7/9/2012 End Date: 7/26/2012
Active Datum: RKB @4,864.00usft(above Mean Sea UWI: SWINWl0/9/S/21/E/21/0/0/26/PMIN/2298/W/0/683/0/0
Level)

Date Time Duration Phase Code Sub P/U MD From Operation
Starl-End (hr) Code (usft)

PERF STG 7)PU 4 1/2 SK HALCBP & 3 1/8 EXP GUN,
23 GM ,.36 HOLE SIZE.120 DEG PHASING. RIH SET
CBP @8191' P/U PERF AS PER DESIGN.

FRAC STG 7)WHP 1180 PSI, BRK 2448 PSI @4.7
BPM. ISIP 1655 PSI, FG .64.

CALC PERFS OPEN @52.3 BPM @4119 PSI = 100%
HOLES OPEN. (24/24 HOLES OPEN)
ISIP 2430 PSI, FG .74, NPI 775 PSI.
MP 4720 PSI, MR 55.6 BPM, AP 4028 PSI, AR 53
BPM,
PUMPED 30/50 OWATTA SAND

PERF STG 8)PU 4 1/2 8K HALCBP & 3 1/8 EXP GUN,
23 GM ,.36 HOLE SlZE. 120 DEG PHASING. RIH SET
CBP @7991' P/U PERF AS PER DESIGN.

8/29/2012 1:00:11PM



US ROCKIES REGION

Operation Summary Report
Well: NBU 921-21L1S YELLOW Spud Date: 3/9/2012

Project: UTAH-UINTAH Site: NBU 921-21E PAD Rig Name No: ROYALWELL SERVICE/3, ROYAL
WELL SERVICEl3

Event COMPLETION Start Date: 7/9/2012 End Date: 7/26/2012
Active Datum: RKB @4,864.00usft(above Mean Sea UWI:SW/NW/0/9/S/21/E/21/0/0/26/PM/N/2298/Wl0/683/0/0
Level)

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (br) Code (usft)

7/18/2012 7:00 - 18:00 11.00 COMP 36 E P
FRAC STG 8)WHP 1700 PSI, BRK 3055 PSI @4.6
BPM. ISIP 1921 PSI, FG .88.

CALC PERFS OPEN @53.3 BPM @4576 PSI = 100%
HOLES OPEN. (21/21 HOLES OPEN)
ISIP 2822 PSI, FG .80, NPI 881 PSI.
MP 5591 PSI, MR 55.1 BPM, AP 4877 PSI, AR 52.7
BPM,
PUMPED 30/50 OWATTA SAND

PERF STG 9)PU 4 1/2 BKHALCBP & 3 1/8 EXP GUN,
23 GM,.36 HOLE SIZE. 120 DEG PHASING. RIH SET
CBP @7750' P/U PERF AS PER DESIGN.

FRAC STG 9)WHP 1100 PSI, BRK 2855 PSI @4.8
BPM. ISIP 2248 PSI, FG .73.

CALC PERFS OPEN @47.7 BPM @ PSI = 5893%
HOLES OPEN. (17/21 HOLES OPEN)
ISIP 2866 PSI, FG .82, NPI 618 PSI.
MP 6114 PSI, MR 51.5 BPM, AP 5591 PSI, AR 48.1
BPM,
PUMPED 30/50 OWATTA SAND

PERF STG 10)PU 4 1/2 SK HALCBP & 3 1/8 EXP
GUN, 23 GM ,.36 HOLE SIZE. 120 DEG PHASING. RIH
SET CBP @7413' P/U PERF AS PER DESIGN.

FRAC STG 10)WHP 1435 PSI, BRK 2555 PSI @4.7
BPM. ISIP 2044 PSI, FG .72.

CALC PERFS OPEN @52.3 BPM @3891 PSI = 100%
HOLES OPEN. (24/24 HOLES OPEN)
ISIP 2242 PSI, FG .75, NPI 198 PSI.
MP 4753 PSI, MR 57.1 BPM, AP 4200 PSI, AR 52.5
BPM,
PUMPED 30/50 OWATTA SAND

PERF STG 11)PU 4 1/2 SK HAL CBP & 3 1/8 EXP
GUN, 23 GM ,.36 HOLE SIZE. 120 DEG PHASING. RIH
SET CBP @7107'P/U PERF AS PER DESIGN.

FRAC STG 11)WHP 1188 PSI, BRK 2428 PSI @4.7
BPM. ISIP 1936 PSI, FG .72.

CALC PERFS OPEN @53.7 BPM @3898 PSI = 100%
HOLES OPEN. (24/24 HOLES OPEN)
ISIP 2144 PSI, FG .75, NPI 208 PSI.
MP 4529 PSI, MR 54.6 BPM, AP 4041 PSI, AR 52.6
BPM,
PUMPED 30/50 OWATTA SAND

8/29/2012 1:00:11PM



US ROCKIES REGION

Operation Summary Report

Well: NBU 921-21L1S YELLOW Spud Date: 3/9/2012

Project: UTAH-UINTAH Site: NBU 921-21E PAD Rig Name No: ROYALWELL SERVICE/3, ROYAL
WELL SERVICE/3

Event: COMPLETION Start Date: 7/9/2012 End Date: 7/26/2012

Active Datum: RKB @4,864.00usft(above Mean Sea UWI: SW/NW/0/9/S/21/E/21/0/0/26/PM/N/2298/Wl0/683/0/0
Level)

Date Time Duration Phase Code Sub P/U MD From - Operation
Start-End (hr) Code (usft)

PERF STG 12)PU 4 1/2 SK HALCBP & 3 1/8 EXP
GUN, 23 GM ,.36 HOLE SIZE. 120 DEG PHASING. RIH
SET CBP @6603' P/U PERF AS PER DESIGN.

FRAC STG 12)WHP 200 PSI, BRK 1421 PSI @4.6
BPM. ISIP 872 PSI, FG .57.

CALC PERFS OPEN @52.7 BPM @3175 PSI = 100%
HOLES OPEN. (21/21 HOLES OPEN)
ISIP 1641 PSI, FG .69, NPI 769 PSI.
MP 4166 PSI, MR 57.7 BPM, AP 3816 PSI, AR 54.8
BPM,
PUMPED 30/50 OWATTA SAND

KILLPLUG) RIH W/ HALSK CBP, SET CBP @646T,
R/D FRAC AND WIRELINE

TOTAL SAND = 257,871 LBS
TOTAL CLFL = 10,656 BBL

7/19/2012 -

7/25/2012 14:00 - 18:00 4.00 COMP 30 P MIRU. NDWH. NUBOP. TEST BLIND RAMS GOOD
@3000#.P/U & RlH Wl75 JTS NEW2-3/8" L-80 4.7#
TBNG + XN + POBS+ 3-7/8" BIT. SWIFN.

7/26/2012 7:00 - 7:15 0.25 COMP 48 P SAFETY = JSA.

8/29/2012 1:00:11PM



US ROCKIES REGION

Operation Summary Report
Well: NBU 921-21L1S YELLOW Spud Date: 3/9/2012
Project: UTAH-UINTAH Site: NBU 921-21E PAD Rig Name No: ROYALWELL SERVICE/3, ROYAL

WELL SERVICE/3
Event: COMPLETION Start Date: 7/9/2012 End Date: 7/26/2012
Active Datum: RKB @4,864.00usft(above Mean Sea UWI:SW/NWl0/9/S/21/E/21/0/0/26/PMIN/2298/Wl0/683/0/0
Level)

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) Code (usft)

7:15 - 20:30 13.25 COMP 30 P FINISH RIH WI TBNG. T/U ON COP @6467'.R/U
PUMP. PRESSURE TEST BOP'S GOOD @3000#. R/U
POWER SWlVEL. D/O 12 PLUGS AS FOLLOWS:

CBP #1) DRLG OUT BAKER SK CBP @6467' IN 8
MIN.200 LBS DIFF. PSI.
RIH, TAG SND @5980'. C/O 23' OF SND. FCP = 0
PSI.

CBP #2) DRLG OUT BAKER SK CBP @6603' IN 8
MIN. 300 LBS DIFF. PSI.
R1H,TAG SND @7085'. C/O 22 ' OF SND. FCP = 0
PSI.

CBP #3) DRLG OUT BAKER SK CBP @7107' IN 8
MIN. 400 LBS DIFF. PSI.
RIH, TAG SND @7380'. C/O 33' OF SND. FCP = 150
PSI.

CBP #4) DRLG OUT BAKER SK CBP @7413' IN 9
MIN.400 LBS DIFF. PSI.
RIH, TAG SND @7725', CIO 25' OF SND. FCP = 100
PSI.

CBP #5) DRLG OUT BAKER SK CBP @7750' IN
9MIN. 800 LBS DIFF. PSI.
RIH, TAG SND @7953'. C/O 33' OF SND. FCP = 250
PSI.

CBP #6) DRLG OUT BAKER SK CBP @7991' IN 8
MIN.750 LBS DIFF. PSI.
RIH, TAG SND @8181'. C/O 11' OF SND. FCP = 300
PSI.

CBP #7) DRLG OUT BAKER SK CBP @8191' IN 7
MIN. 1000 LBS DIFF. PSI.
RIH, TAG SND @8562', CIO 13'OF SND. FCP = 350
PSI.

CBP #8) DRLG OUT BAKER 8K CBP @8575' IN 9
MIN. 600 LBS DIFF. PSI.
RIH, TAG SND @8792'. C/O 27' OF SND. FCP = 400
PSI.

CBP #9) DRLG OUT BAKER SK CBP @8819' IN 9
MIN. 800 LBS DIFF. PSI.
RIH, TAG SND @9089'. C/O 20' OF SND. FCP = 400
PSI.

CBP #10) DRLG OUT BAKER SK CBP @9119' IN 7
MIN. 500 LBS DIFF. PSI.
RIH, TAG SND @9428'. C/O 34' OF SND. FCP = 500
PSI.

CBP #11) DRLG OUT BAKER SK CBP @946T IN 7

8/29/2012 1:00:11PM



US ROCKIES REGION

Operation Summary Report
Well: NBU 921-21L1S YELLOW Spud Date: 3/9/2012

Project: UTAH-UINTAH Site: NBU 921-21E PAD Rig Name No: ROYALWELL SERVICE/3, ROYAL
WELL SERVICE/3

Event COMPLETION Start Date: 7/9/2012 End Date: 7/26/2012

Active Datum: RKB @4,864.00usft(above Mean Sea UWI: SWINWl0/9/S/21/E/21/0/0/26/PMIN/2298/W/0/683/0/0
Level)

Date Time Duration Phase Code Sub P/U MD From Operation
Start-End (hr) Code (usft)

MIN. 500 LBS DIFF. PSI.
RIH, TAG SND @9632'. C/O 16' OF SND. FCP = 550
PSI.

CBP #12) DRLG OUT BAKER SK CBP @9642' IN 7
MIN. 700 LBS DIFF. PSI.
RIH WI TOTALOF 318 JTS L-80 TBNG. CIO TO PBTD
@10,041'CIRC WELL CLEAN. FCP = 550 PSI. R/D
SWIVEL. L/D 19 JTS TBNG. LANDWELL AS
FOLLOWS:

KB= 26'
HANGER=

.83'

297 JTS 2-3/8" L-80 4.7# TBNG = 9418.19'
XN = 1.34'
POBS= 2.40'
EOT @9448.76'

NDBOP. NUWH. PRESSURE TEST FLOWLINES GOOD
@4000 PSI. DROP BALLDOWN TBNG. PUMP OFF
BIT. TURN WELL OVER TO FLOWBACK CREW @
2030. SICP= 2000#. SITP= 900#.

NOTE: 10K ANNULARWAS ROLLING OFF THE
SEALS ON THE TBNG HANGER. HAD TO WAIT FOR
WEATHERFORD TO BRING OUT NEW STYLE
HANGER.

20:30 - 20:30 0.00 COMP 50 WELL TURNED TO SALES @2130 HR ON
7/26/2012, 1100 MCFD, 1800 BWPD, FCP 2800#, FTP
1750#, 20/64" CK.

8/29/2012 1:00:11PM



Project: UTAH- UTM(feet), NAD27,Zone 12N FORMATIONTOP DETAILS
Site: UINTAH_NBU921-21E PAD TVDPath MDPath FormationWell: NBU 921-21L1S 4948.00 4995.10 WASATCHWellbore: NBU 921-21L1S 5648.00 5595.11 top of cylinder

Section: 7908.00 7955.13 MESAVERDE
SHL: 10154.00 10201.16 SEGO

Design: NBU921-21L1S (wpo1)
Latitude: 40.022561

Longitude: -109.563033

GL: 4838.00
KB: 4838' gi + 26' rkb @4864.00ft (h&p 298)

TM Azimuths to True North

WELL DETAILS: NBU 921-21L1S CASINGDETAILS / Magnetic North: 11.00*

Magnetic Field
Ground Level: 4838.00 TVD MD Name SiZO Strength:52253.7snT

+NI-S +E/-W Northing Easting Latittude Longitude Slot 2812.81 2852.06 8-5/8" 8-5/8 Dip Angle: es.as•
0.00 0.00 14537504.32 2042726.12 40.022581 -109.563033

Mo e : G F

DESIGN TARGET DETAILS

Name TVD +NI-S +El-W Northing Easting Latitude Longitude Shape
drillers target (NBU921-21L1S) 3854.00 -538.42 -24.68 14536965.58 2042710.13 40.021083 -109.563121 Circle (Radius: 15.00)
Intercept (NBU921-21L1S) 5548.00 -544.81 -20.53 14536959.25 2042714.38 40.021065 -109.563106 Polnt
NBU 921-21L1S BHL (26' radius) 10154.00 -563.42 -8.68 14536940.83 2042726.53 40.021014 -109.563064 Circle (Radius: 25.00)

SECTION DETAILS

MD Inc Azi TVD +NI-S +El-W Dieg TFace VSect
2826.00 11.26 183.54 2787.26 -426.37 -17.45 0.00 0.00 426.59
2976.00 11.26 183.54 2934.37 -455.60 -19.25 0.00 0.00 455.85
3836.02 0.15 349.93 3788.93 -538.59 -24.65 1.33 179.82 538.90
3901.09 0.15 349.93 3854.00 -538.42 -24.68 0.00 0.00 538.74
4039.58 0.27 147.52 3992.49 -538.52 -24.53 0.30 165.41 538.84

10201.16 0.27 147.52 10154.00 -563.42 -8.68 0.00 0.00 563.49

1250

1000

750

8-5/8"

000
4000 drillers target (NBU 921-21L1

NBU 921 21F4S (wp0

WASATCH -

top of cylinder intercept (NBU 921-21L1S)
NBU 921 21F4

2000

- MESA ERDE

NBU 921-21L1S (wp01)
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I
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US ROCKIES REGION PLANNING
UTAH - UTM (feet), NAD27, Zone 12N
UINTAH_NBU 921-21E PAD
NBU 921-21L1S

NBU 921-21L1S

Design: NBU 921-21L1S

Standard Survey Report
30 May,



Anadarko Petroleum Corp
Survey Report

Company: US ROCKIES REGION PLANNING Local Co-ordinate Reference: Well NBU921-21L1S
Project: UTAH - UTM (feet), NAD27, Zone 12N TVD Reference: 4838' gl + 26' rkb @4864.00ft (h&p 298)
Site: UINTAH_NBU921-21E PAD MD Reference: 4838' gl + 26' rkb @4864.00ft (h&p 298)
Well: NBU 921-21L1S North Reference: True
Weilbore: NBU 921-21L1S Survey Calculation Method: Minimum Curvature
Design: NBU 921-21L1S Database: edmp

Project UTAH - UTM (feet), NAD27, Zone 12N

Map System: Universal Transverse Mercator (US Survey Feet) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS)
Map Zone: Zone 12N (114 Wto 108 W)

Site UINTAH_NBU921-21E PAD

Site Position: Northing: 14,537,473.41 usft Latitude: 40.022475
From: Lat/Long Easting: 2,042,751.54 usft Longitude: -109.562944

Position Uncertainty: 0.00 ft Slot Radius: 13-3/16 " Grid Convergence: 0.92 °

Well NBU 921-21L1S

Weli Position +NI-S 0.00 ft Northing: 14,537,504.33 usft Latitude: 40.022561
+El-W 0.00 ft Easting: 2,042,726.12 usft Longitude: -109.563033

Position Uncertainty 0.00 ft Wellhead Elevation: ft Ground Level: 4,838.00 ft

Weilbore NBU 921-21L1S

Magnetics Model Name Sample Date Declination Dip Angle Field Stængth(*) (*) (nT)
IGRF2010 4/3/2012 11.00 65.85 52,254

Design NBU 921-21L1S

Audit Notes:

Version: 1.0 Phase: ACTUAL Tie On Depth: 17.00

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(it) (it) (ft) (*)

17.00 0.00 0.00 177.25

Survey Program Date 5/30/2012

From To
( (it) Survey (Weilbore) Tool Name Description

247.00 2,826.00 Survey #1 (NBU 921-21L1S) MWD MWD - STANDARD
2,939.00 10,201.00 Survey #2 (NBU 921-21L1S) MWD MWD - STANDARD

Survey

Measured Vertical Vertical Dogleg Bulld Turn
Depth luclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(Ñ (*) (*) (it) (ft) (ft) (ft) (°I100usft) (*I100usit) ('l100usft)

17.00 0.00 0.00 17.00 0.00 0.00 0.00 0.00 0.00 0.00
247.00 0.79 191.01 246.99 -1.56 -0.30 1.54 0.34 0.34 0.00
339.00 2.73 192.59 338.94 -4.32

-0.90 4.27 2.11 2.11 1.72
429.00 3.25 184.51 428.82 -8.95 -1.57 8.87 0.74 0.58 -8.98

524.00 4.18 175.52 523.62 -15.09 -1.51 15.00 1.15 0.98 -9.46

617.00 5.46 174.31 616.29 -22.87 -0.81 22.81 1.38 1.38 -1.30

712.00 7.21 186.35 710.71 -33.29 -1.02 33.21 2.30 1.84 12.67
806.00 9.15 194.62 803.75 -46.39 -3.56 46.17 2.41 2.06 8.80
900.00 10.73 193.82 896.34 -62.12 -7.53 61.69 1.69 1.68 -0.85

993.00 11.72 189.91 987.56 -79.83 -11.23 79.20 1.34 1.06 -4.20

5/30/2012 9:08:50AM Page 2 COMPASS 5000 1 Buíld



Anadarko Petroleum Corp
Survey Report

Company: US ROCKIES REGION PLANNING Local Co-ordinate Reference: Well NBU 921-21L1S
Project: UTAH - UTM (feet), NAD27, Zone 12N TVD Reference: 4838' gl + 26' rkb @4864.00ft (h&p 298)
Site: UINTAH_NBU921-21E PAD MD Reference: 4838' gl + 26' rkb @4864.00ft (h&p 298)
Well: NBU 921-21L1S North Reference: True
Weilbore: NBU 921-21L1S Survey Calculation Method: Minimum Curvature
Design: NBU 921-21L1S Database: edmp

Survey

Measured Vertical Vertical Dogleg Bulld Turn
Depth inclination Azimuth Depth +NI-8 +El-W Section Rate Rate Rate

(ft) (*) (*) (ft) (it) (it) (it) (*/100usft) (°l100usft) (*I100usft}

1,087.00 12.57 181.78 1,079.46 -99.46 -13.19 98.72 2.03 0.90 -8.65

1,179.00 11.61 178.88 1,169.42 -118.73 -13.32 117.95 1.23 -1.04
-3.15

1,273.00 12.05 177.21 1,261.43 -137.98 -12.66 137.22 0.59 0.47 -1.78

1,368.00 10.47 173.49 1,354.60 -156.47 -11.20 155.75 1.83 -1.66 -3.92

1,463.00 9.94 178.27 1,448.09 -173.24 -9.97 172.56 1.05 -0.56 5.03

1,558.00 10.73 179.85 1,541.55 -190.28 -9.70 189.59 0.88 0.83 1.66
1,653.00 10.99 178.80 1,634.85 -208.17 -9.49 207.48 0.34 0.27 -1.11

1,749.00 11.17 176.33 1,729.06 -226.60 -8.70 225.92 0.53 0.19 -2.57

1,843.00 11.34 178.36 1,821.26 -244.93 -7.85 244.27 0.46 0.18 2.16
1,936.00 10.73 181.70 1,912.54 -262.72 -7.85 262.04 0.95 -0.66 3.59

2,031.00 11.17 180.29 2,005.81 -280.76 -8.16 280.05 0.54 0.46 -1.48

2,125.00 11.14 182.36 2,098.03 -298.94 -8.58 298.18 0.43 -0.03 2.20
2,219.00 10.22 182.52 2,190.40 -316.34 -9.32 315.53 0.98 -0.98 0.17
2,314.00 9.67 184.24 2,283.97 -332.72 -10.28 331.84 0.66 -0.58 1.81
2,410.00 9.94 183.28 2,378.57 -349.03 -11.35 348.09 0.33 0.28 -1.00

2,504.00 10.07 185.61 2,471.14 -365.31 -12.61 364.29 0.45 0.14 2.48
2,599.00 10.90 185.56 2,564.56 -382.52 -14.30 381.39 0.87 0.87 -0.05

2,694.00 11.08 183.98 2,657.81 -400.56 -15.80 399.34 0.37 0.19 -1.66

2,756.00 11.42 183.55 2,718.62 -412.63 -16.59 411.36 0.56 0.55 -0.69

2,826.00 11.26 183.54 2,787.26 -426.37 -17.45 425.04 0.23 -0.23 -0.01

2,939.00 10.32 181.98 2,898.26 -447.50 -18.48 446.10 0.87 -0.83 -1.38

3,033.00 8.80 179.86 2,990.95 -463.10 -18.75 461.67 1.66 -1.62 -2.26

3,127.00 7.45 175.28 3,084.00 -476.37 -18.23 474.95 1.59 -1.44
-4.87

3,222.00 6.38 171.29 3,178.31 -487.72 -16.92 486.35 1.23 -1.13 -4.20

3,316.00 5.63 168.54 3,271.80 -497.41 -15.22 496.10 0.85 -0.80 -2.93

3,411.00 5.75 173.04 3,366.33 -506.70 -13.71 505.46 0.49 0.13 4.74
3,505.00 5.31 172.42 3,459.89 -515.68 -12.57 514.49 0.47 -0.47

-0.66

3,600.00 4.69 167.42 3,554.53 -523.83 -11.14 522.69 0.80 -0.65 -5.26

3,694.00 4.13 167.92 3,648.25 -530.89 -9.60 529.82 0.60 -0.60 0.53
3,789.00 3.69 166.42 3,743.03 -537.21 -8.17 536.20 0.48 -0.46 -1.58

3,883.00 2.94 173.42 3,836.87 -542.54 -7.18 541.57 0.91 -0.80 7.45
3,978.00 1.38 180.54 3,931.80 -546.11 -6.91 545.15 1.66 -1.64 7.49
4,072.00 0.82 240.39 4,025.79 -547.57 -7.51 546.58 1.28 -0.60 63.67
4,167.00 1.38 214.17 4,120.77 -548.85 -8.74 547.80 0.78 0.59 -27.60

4,261.00 0.50 265.42 4,214.76 -549.82 -9.78 548.72 1.21 -0.94 54.52

4,356.00 0.81 231.04 4,309.75 -550.28 -10.72 549.13 0.51 0.33 -36.19

4,450,00 0.19 79.67 4,403.75 -550.67 -11.08 549.50 1.04 -0.66 -161.03

4,544.00 0.69 143.67 4,497.75 -551.10 -10.59 549.95 0.67 0.53 68.09
4,639.00 1.25 149.79 4,592.73 -552.45 -9.73 551.35 0.60 0.59 6.44
4,733.00 0.19 212.29 4,686.72 -553.47 -9.30 552.39 1.25 -1.13 66.49

4,828.00 0.75 194.54 4,781.72 -554.21 -9.54 553.11 0.60 0.59 -18.68

4,923.00 1.13 186.67 4,876.71 -555.74 -9.81 554.63 0.42 0.40 -8.28

5,017.00 0.44 215.42 4,970.70 -556.95 -10.12 555.83 0.82 -0.73 30.59
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Anadarko Petroleum Corp
Survey Report

Company: US ROCKIES REGION PLANNING Local Co-ordinate Reference: Well NBU 921-21L1S
Project: UTAH - UTM (feet), NAD27, Zone 12N TVD Reference: 4838' gl + 26' rkb @4864.00ft (h&p 298)
Site: UINTAH NBU 921-21E PAD MD Reference: 4838' gl + 26' rkb @4864.00ft (h&p 298)
Well: NBU 921-21L1S North Reference: True
Wellbore: NBU 921-21L1S Survey Calculation Method: Minimum Curvature
Design: NBU 921-21L1S Database: edmp

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(II) (*) (*) (ft) (it) (ft) (ft) (*/100usft) (*I100usft) (°Ii00usft)

5,112.00 0.31 221.29 5,065.70 ~557.44 -10.50 556.30 0.14 -0.14 6.18
5,206.00 0.63 320.54 5,159.69 -557.24 -11.00 556.07 0.79 0.34 105.59

5,300.00 0.50 309.79 5,253.69 -556.57 -11.64 555.38 0.18 -0.14 -11.44

5,395.00 0.56 275.04 5,348.68 -556.27 -12.43 555.03 0.34 0.06 -36.58

5,489.00 0.63 312.67 5,442.68 -555.88 -13.26 554.60 0.41 0.07 40.03
5,584.00 0.56 334.04 5,537.68 -555.11 -13.85 553.80 0.24 -0.07 22.49
5,679.00 0.44 319.92 5,632.67 -554.41 -14.29 553.09 0.18 -0.13 -14.86

5,773.00 0.31 258.42 5,726.67 -554.18 -14.77 552.84 0.42 -0.14
-65.43

5,868.00 0.44 252.92 5,821.67 -554.34 -15.37 552.97 0.14 0.14 -5.79

5,962.00 0.75 226.67 5,915.66 -554.87 -16.16 553.46 0.43 0.33 -27.93

6,057.00 0.06 314.79 6,010.66 -555.26 -16.65 553.83 0.79 -0.73 92.76
6,151.00 0.06 6.54 6,104.66 -555.18 -16.68 553.74 0.06 0.00 55.05

6,246.00 0.25 102.42 6,199.66 -555.17 -16.47 553.75 0.28 0.20 100.93
6,341.00 0.31 106.42 6,294.66 -555.29 -16.02 553.88 0.07 0.06 4.21
6,435.00 0.31 88.79 6,388.66 -555.36 -15.52 553.97 0.10 0.00 -18.76

6,530.00 0.44 106.67 6,483.66 -555.46 -14.92 554.10 0.18 0.14 18.82
6,624.00 0.63 119.04 6,577.65 -555.81 -14.12 554.49 0.24 0.20 13.16

6,718.00 0.19 103.04 6,671.65 -556.10 -13.52 554.81 0.48 -0.47 -17.02

6,813.00 0.19 100.29 6,766.65 -556.16 -13.21 554.89 0.01 0.00 -2.89

6,907.00 0.88 29.92 6,860.64 -555.56 -12.69 554.32 0.89 0.73 -74.86

7,002.00 0.81 60.67 6,955.63 -554.60 -11.75 553.40 0.48 -0.07 32.37
7,096.00 0.84 23.43 7,049.62 -553.65 -10.89 552.49 0.56 0.03 -39.62

7,191.00 1.00 358.17 7,144.61 -552.18 -10.64 551.03 0.45 0.17 -26.59

7,285.00 0.88 347.79 7,238.60 -550.65 -10.82 549.50 0.22 -0.13 -11.04

7,380.00 1.00 4.04 7,333.59 -549.11 -10.92 547.96 0.31 0.13 17.11
7,474.00 0.75 14.29 7,427.58 -547.70 -10.71 546.55 0.31 -0.27 10.90
7,569.00 0.81 37.29 7,522.57 -546.56 -10.15 545.45 0.33 0.06 24.21

7,663.00 0.31 20.29 7,616.56 -545.79 -9.66 544.70 0.55 -0.53 -18.09

7,758.00 0.25 350.79 7,711.56 -545.35 -9.60 544.26 0.16 -0.06 -31.05

7,852.00 0.44 47.67 7,805.56 -544.90 -9.37 543.83 0.39 0.20 60.51
7,947.00 0.38 70.29 7,900.56 -544.55 -8.80 543.50 0.18 -0.06 23.81
8,042.00 0.38 84.79 7,995.56 -544.42 -8.19 543.40 0.10 0.00 15.26

8,136.00 0.50 94.42 8,089.55 -544.42 -7.47 543.43 0.15 0.13 10.24
8,230.00 0.69 98.92 8,183.55 -544.54 -6.50 543.60 0.21 0.20 4.79
8,325.00 0.81 117.54 8,278.54 -544.94 -5.34 544.05 0.28 0.13 19.60
8,420.00 1.19 106.79 8,373.53 -545.53 -3.80 544.72 0.44 0.40 -11.32

8,514.00 1.75 110.79 8,467.49 -546.32 -1.53 545.62 0.61 0.60 4.26

8,609.00 2.13 114.92 8,562.44 -547.58 1.43 547.02 0.43 0.40 4.35
8,709.00 1.88 122.29 8,662.38 -549.24 4.50 548.83 0.36 -0.25 7.37
8,798.00 2.06 125.17 8,751.33 -550.94 7.05 550.65 0.23 0.20 3.24
8,892.00 2.56 127.79 8,845.25 -553.20 10.09 553.05 0.54 0.53 2.79
8,986.00 2.69 126.04 8,939.15 -555.79 13.53 555.80 0.16 0.14 -1.86

9,081.00 2.31 131.04 9,034.06 -558.36 16.77 558.52 0.46 -0.40 5.26
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Anadarko Petroleum Corp
Survey Report

Company: US ROCKIES REGION PLANNING Local Co-ordinate Reference: Well NBU 921-21L1S
Project: UTAH - UTM (feet), NAD27, Zone 12N TVD Reference: 4838' gl + 26' rkb @4864.00ft (h&p 298)
Site: UINTAH_NBU921-21E PAD MD Reference: 4838' gi + 26' rkb @4864.00ft (h&p 298)
Well: NBU 921-21L1S North Reference: True
Weilbore: NBU 921-21L1S Survey Calculation Method: Minimum Curvature
Design: NBU 921-21L1S Database: edmp

Survey

Measured Vertical Vertical Dogleg Bulld Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(II) (*) (*) (ft) (ft) (it) (it) (°I100usft) (*I100usft) (°I100usft)

9,175.00 2.56 124.92 9,127.98 -560.80 19.93 561.11 0.38 0.27 -6.51

9,270.00 2.06 147.02 9,222.90 -563.45 22.59 563.88 1.07 -0.53 23.26
9,364.00 1.31 170.17 9,316.86 -565.92 23.70 566.41 1.06 -0.80 24.63
9,458.00 1.44 179.67 9,410.83 -568.16 23.89 568.66 0.28 0.14 10.11

9,553.00 2.06 179.42 9,505.79 -571.07 23.91 571.56 0.65 0.65 -0.26

9,647.00 1.81 180.67 9,599.73 -574.24 23.91 574.73 0.27 -0.27 1.33
9,742.00 1.81 180.54 9,694.69 -577.24 23.88 577.72 0.00 0.00 -0.14

9,836.00 1.94 180.04 9,788.64 -580.32 23.86 580.79 0.14 0.14 -0.53

9,931.00 1.94 162.17 9,883.58 -583.45 24.36 583.95 0.63 0.00 -18.81

10,026.00 1.88 160.17 9,978.53 -586.45 25.38 586.99 0.09 -0.06 -2.11

10,120.00 2.19 148.79 10,072.47 -589.44 26.83 590.05 0.54 0.33 -12.11

10,201.00 2.19 148.79 10,153.41 -592.08 28.43 592.77 0.00 0.00 0.00

Design Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +Eil-W

(ft) (ft) (ft) (ft) Comment

2,826.00 2,787.26 -426.37 -17.45 tie on
10,120.00 10,072.47 -589.44 26.83 last mwd survey
10,201.00 10,153.41 -592.08 28.43 projection

Checked By: Approved By: Date:
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